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Anderson’s Stone Drosser.
To substitute, for the slow and laborious operation of
dressing stone by hand labor, a method of doing the same
work by machinery, has been a problem, the solution of

which has been earnestly sought, we are sorry to say. for |

the most part, unsuccessfully.

some of the soft varieties of stone, machines have been de

vised which do their work very satisfuctorily, but we think | the wavs upon which the bed, B, is moved back and forth to

we are warranted in the assertion that for “-,.r!\i“g‘"“ kinds
of hard stones used in
building and mill work,
no machine,meeting all
the requirements of
the case, hag, up to the
present time, been pro-
duced,

However, if wemay
credit the statements
made in regard to the
machine which forms
the subject of the pres-
ent articleit has proved
itself equal to dressing
the hard varieties of
stone, with great facil-
ity, and in a very per-
fect manner.

The machine was
publicly tested on July
11th, of the present
year, at Quincy, 111,
with, it is said, entire
gunccess, eliciting the
warm encomiums of
many engineering ex-
perts, who were pres-
ent on the occasion.

Of this test the Daily
Whig (Quincy, I1L),
gpeaks as follows:

“The machine is, in
construction, very sim-.
ilar to that of an iron
planer, except that the
tools are fixed in re.
volving cylinders, un-
der which the stone
passes, the width of
stone cut at one pas-
page being limited only
by the length of the
eylinder, which, in a
large machine, may be
at least six feet long,
thus cutting a perfect-
ly uniform level and
handsomely marked
surface (of either smooth or rustic finish, if desired) of six
feet in width, and at the rate of three inches per minute,
while_taking off a depth of three inchos or more of “rongh."”
This will be doing the work of from thirty to fifty stone
catters. The unanimous opinion expressed by all who wit-
nessed the operation of the machine in cutting different
blocks of stone of various qualities, including several which
had been selected on account of extra hardness—one having
been brought from the Lock work at Keokuk, by Major Burn
ham, for that reason—was of unqualified approval, both in
regard to the surface left on the stone, the amount of work
accomplished, snd the perfect condition rotained by the ma
chinery and tools sfter doing a large amount of cutting.

“ 1t is generally conceded that this trinl and ite favorable
results constitute an event of importance in the business his
tory of our city, as well as of general interest, In considern
tion of the great change which must be brought about in the
stone business ns regards price, quality, styles, ote.”

The Herald, of the same place, spesking of the quality of
the stone dressed, says:

“Mhe first test was made upon a Joliet stone sbout two
feot wide, four feet long, and a foot thick. The machine
oporated like a charm, and although the stone was ono of
the hardest that could be obtained, the points walked right

through the rough edge, and the chisels left a surface per | ders revolyve, and which wre socured to the opposite sldes of
fectly smooth and beautiful in appearance, Next s stone, | blocks, B, by bolts, so that by tightening up the nuts of Ihw'

‘srought from Keokuk, one of the same kind used by the
(overnment in the canal works sround the rapids, was tried.
This stone, though not so hard as the one from Joliet, issaid
10 be much more durable and more difficalt to dress, on ac-
count of the quartz sewns which it contains. About two and
& half Inches were taken off the edge, and the dressing was,
in every respoct, equal to that obtsined in the first instance.
Revorsl other tests were made upon the same stone with sim-
Har renults.”

INFORMATION, AR’

It is true that, for cutting |

| feed the stone to the cuttors, and in which a number of holes

[ the boxes In which the journals of the cutter shafts or eylin.
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Photographs of the surfaces of stones dressed by this ma.
chine have been sent us, from which we are enabled to say
that the character of the work performed is all that could be
desired ; and should no obstacles to its future progress arise,
the advent of this machine will exert an extraordinary effect
upon all the trades connected in any way with stone cutting.

A is the frame of the machine, upon which are formed

ANDERSON'S STONE DRESSING MACHINE.

are placed to enable the operator to secure the stone to the |

which is also rigidly attached the small gear wheel, L, the
teoth of which mesh into the teeth of the Jarge gear wheel,
M, rigidly attached to the journal of one of the cutter shafts.
By this arrangement of gearing, the rapidity of motion
wil]- be lesgened, and the power increased in the same pro-
portion, causing the cuiter shafts to revolve at 4 slow rate of
speed, and with great power. N isthe forward, and O is the
rear catter shaft, to which are respectively attached the cut-
The cutter, Fig, 2, which first operates
upon the stone, is

made pointed, ana
similar to the tool
used by the workman
for roughing by hand.
Fig. 3 represents the
form of the rear cut-
ters, the edges of
which are broad and
flat, and which are so
arranged that the
path cut by each fol-
lowing cutter will
overlap that of the
preceding one. The
shanke of the cutters
enter the shafts, N
O, and are secured in
place by set screws.
The cutters are made
of steel or chilled
iron, or may have
diamond carbon faces,
and are arranged in
spiral rows upon the
shafts, N O, so thatin
cuts not more than
four inches deep, not
more than four cut-
ters on each cutter
shaft will be cutting
at the same time. P
are long screws pass-
ing through and swiv-
eled to the top plate
or frame, D and which
pass through the cen-
ter of the block, E,
through screw holes
formed in or through
nuts secured to said
block, E, 5o that by
turning the said
screws in one or the
other direction, the
blocks, E, and with
them the cutter
shafts, N O, may be
raised and lowered to adjust them st any desired distance

ters, Figs. 2 and 3.

bed and in place. To the frame, A, is secured the two side | above the bed plate, B. To the upper end of the screws is
frames, C, the upper ends of the four uprights of each n{lrigidly attached a small gear wheel, in the teeth of which

which are connected to each other, and secured in their proper
relative positions by the top frame, D. Blocks, E, are placed
in the space betwoen the four uprights of the two side frames,
C, and move up and down upon the uprights. F represents

Fig, 2

bolts, the block, E, and boxes, F, whon adjusted to the proper

position, muy be securely clamped to the frame, C. G is a

pulley, around which passes the driviog belt, and with which
is securcly und rigidly connected a small gear wheel, H, The |
pulley, G, and gear wheel, H, work loosely upon the projeet- |
ing journal of one of the catter shafts. The teeth of the
smnll goar wheel, H, mosh into the teeth of the largo gear
wheel, 1, attached to the short shaft, J, which rovolves in
bearings in the feame, K, sttached to the blogk, I, and to

will mesh a screw pinion for the purpose of rotating the screws
in either direction, for raising or lowering thoe cutter shafts,

It is claimed that for dressing limestone, sandstone, and
marble, the steel cutters, shown in Figs. 2 and 8, will do their
work perfectly, but that for granite or French bure, the car-
bon or *“black diamond  points will be requisite,

Fig. 2 shows the form of steel cutters used on the forward,
and Fig. 3 the form used on the rear, shafts for smoothing.

These cutters strike no violent blows, to fracture the stone
or make breaks or holes in its surface. Their motion is so
slow as not to heat the tools, but so foreible as to enter the
hardest limestone, or marble.  When cutting granite, by the
use of tools armed with earbon points, the speed 1s increased
one hundred times, catting down a “ rough ** of three Inches,
and throwing it off in the fort of impalpable powder.

The machine has been styled the Mastodon Stone Dresser,
It was patented through the Sclentific Amerlean Patent
Agency, July 12, 1870, by Mr. A.G. Anderson, of Quiney,
ML, and the patent is now owned by Riee & Anderson, of
that city, from whom further Information may be obtained,
P. 0. Box 601,
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IT 18 no uncommon sight in our streets to see laborors rub-
bing down the fronts and steps of freestone bulldings with
sand and water to take off stalns and give thom a fresh and
new appearance, In London they have recently for this pur-
pose adopted the use of steam fire engines. The jet of water
is projected with such foree, it is sald, as to romove the dis
coloration as effectunlly from the stone s by hand snd sand
und & fraction of the cost. On Portland stone it 1s said
to be speelally adapted, and if s, wo do not see why 1t
cunnot be used on marble fronts ns well an gtone,
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R, SOIENTIFIO INTELLIGENOE,
: USE OF BLECTROTIERMOTION IN ANALYSIS,
wmmmm o now system of analysis, which
3! mpld manipulation, and ean be performed as o
m A platinum wire s melted Into
ﬁ. unted glass oudiometer, and conneeted with
~one p»lo of I Grove battery (three oells are safficient for
~ most purposes), and the conneetion with the other polo Is
~ scoomplished by n wire piassing through the mercury of the
o trough.  If o glven volume of hydrochlorio acid
mnﬁ into the cudiometer in the usual way, and fine
fron wire, attachied to the connecting wire, be brought in
m'ﬂh the platinum pole within the graduated tube,
the iron will immediately begin to glow, ehloride of iron will
NM and a8 woon ag the oporation ceases, the lowor
wire oan bo withdeawn, and the remaining volume of hydro.
off, In this way, hydrochlorio neld can be annlyzod
jn a few moments. The same prineiple will apply to the
~ analysis of othor compounds; for example, sulphuretted hy-
Nmﬂh copper, vaporof water with fron, and mistures
of | and (by synthesis), iron, carbon, and salphur. Com.
~ Dbustion can be accomplishied In the same way, and the phe.
ena of the oxidation of alcohol, ete, be shown, Disso
Mmﬂmuu ean bo exhibited by means of platinum,
um, iridiam, and rhodium with ammonia, vapor of
cte. Electrothernal analysis is highly recommended
MW Mulder, on account of the mpidity and simpli.
city of the manipulation, and the cheapness of the appara.
tus; and he promises soon to give a complete description of
all of the experiments that can be performed in this way.

IRON CEMENT,
Winkler has found that the best iron coment can be made
& mixture composed of 16 parts of clean wrought
jron filings, 3 parts of pulverized sal ammoniac, and 2 parts
of flowers of sulphur This mixture can be kept in a dry
puckage any length of time, unchanged ; and when required
for use, it is better to reduos one part of it with 12 parts of
‘ fron filings, and enough water containing a littlo of sulphurie
L ) acid, to form a stiff paste. When thus reduced, it must bo
“ fmmediately applied, as it sets rapidly. The author reco
muends it for joining broken pieces of cast iron, and for oul
ping large fractures. For very fine work, pure pulverized
fron filings, such as apothecaries use, can be substituted for
the coarse article.

ANALYSIE OF THE BLOOD,

| The zoGchemical anulysis of Professor von Gorup-Besanez
' contains she most accurate method, for determining the con
' gtitution of the blood, of any hitherto published. Itappears
from this learned work that blood is of a very complex com.
position, but is still capable of exact analyxis. The normal
blood contains water,fibrine,albumen, hwmoglobine, fat, fatty
alkalies, lecithin, cholesterine, urea, grape sugar, creatine,
creatinine, urie acid, phosphates, sulphates, and carbonates of
the alkalics, chloride of sodium, chloride of potassinm, phos-
phate of lime and magnesia, iron,and tracesof silics, oxygen,
nitrogen, and carbonic acid. The specific gravity of human
blood varies between 1045 and 1075, and its temperature in
the veins, between 93" and 104" Fah. It is one of the tri-
umphs of modern science that so complicated a body can be
determined with so great accuracy. By means of the mi-
croscope and spectroscope, the general constitnents and the
probable origin of the blood can be ascertained, buta com-
plete analysis is a long and tedious operation, the description
of which occupies forty-two pages of the work in question,
Professor von Gorup givgs the vest methods for deciding upon
the origin and age of blood stains on metal, wood, stone,
cloth, ete,, and shows that, in judicial cases, these questions
can be ascertained with absolute certainty,

SOLUBILITY OF OXYGEN IN WATER.

By a transposition of words, we are made to say on page
152, current volume, that nitrogen is more soluble in water
. than oxygen; this is a mistake, as is apparent in the subse-
; quent part of the article, where the table shows that Mallet
; makes use of the greater solubility of oxygen in water to ob.
tain that gas from the atmosphere. Water takes up about
one twenty-fifth of its bulk of oxygen, at 32° Fahr., and one
thirty-third at 60° Fahr, According to Bunsen, 100 cubie
inches of water dissolve 4'11 cubic inches of oxygen at 32°
Fahr,, and 2499 cabic inches st 59° Fahr.: and the same au.
thor states that 100 cubie inches of water at 32° absorb 208
cubie inches of nitrogen, and 148 cubic inches at 59° Fahr.
These numbrrs are materially affected by pressure, as shown
by the results obtained by Mallet,

e
Workmen and Mechunieal Drawing,

Professor Fleeming Jenkin, in his introductory address on
Mechanical Science (British Association), spoke at some
p Jength on the subject of drawing: Ihave in many plnces

paid (he observed), and I cannot say too often, that the groat
want of the workman s o know]odgp of mechanical draw
ing. Unfortunately I can obtain little attention from the
general public to this demand for the workman, Very fow
persons, not being engineers, know at all what mechanica)
drawing Is. I am BOITY L0 say that some examiners in |.|“|,
places, who direet the education of the country, know very
little more than the general public, and teachers, who should
give bread, give chnfl. I unhesitatingly say that the chicef in.
feriority of Englishmoen has been in this one branch of know.
ledge. Mechanical drawing is the art of repres nting any
object so nccurately that a skilled workman, upon inspect-
ing the drawing, shall be sble to make the object, with
out any further verbal or written instruction from the de-
signer, The objects represented may be machines, imple-
ments, buildings, utensils, or ornaments, They may be con-
stracted of every material, Tho drawings may be linear,

——

Srientific gmmmu.

gl..dm] and mlnrwl or plain, They must necessarlly be
drawn to seale, but various gmmnlnml methods may be em.
ployed. The namo of mochanical drawing In given to one
unid a1l those representations, the object of which is to enable
the thing drawn to bo made by a workman,

Artistic drmwing alms at reprosonting sgroeably somothing
alroady in existence, or which might exist, and for the sake
of the representation ; mechanical deawlng nlms at roprosoent
fng the object, not for the gake of the raprosentation; but In
ordoer to facilitate the production of the thing roeprosented,
Now, I say that it s this latter kind of drawing which Is so
vastly important to our artisans, and hence to our whole
wenlth producing population,

Vaory fow workmen or men of any elass ean hope to nequire
such excollonce in artistio deawing that their productions
will glve ploasure to themselves nnd othor ot i groat num.
Lor of workmoen must nequire some knowlodge of the draw.
Inga of those things which they produce, and there Is not one
skilled workman or workwoman who would not be better qua.
lified, by a knowledge of mechanieal dmwing, to do his work
with ease to himse!f and benefit to the public.

Mochanical drawing is & rudimentary nequirement of the
nature of reading, writing, and arithmetle, In order that a
man may understand the illustrated deseription of a machine,
he must understand this Kind of drawing. To the genoral
public an engineering drawing is as unintelligible as a print.
od book to & man who cannot read. The general public can
no more put their ideas into stich a shape that workmen can
carry them out, than a person ignorant of writing can convey
his meaning on paper. Reading and writing on mochanical
or industrial subjects is impossible without some knowledge
of the art I am pressing on your attention,

This art is taught abroad in every industrial schiool; n
great part of the school time is given up to it. In a Prussian
industrial school, one third of the whole time is glven to it
A French commission on technical education reported that
drawing, with all its applications to the difféirent industrinl
nrts, should be congidered as the principal means to be em-
ployed in technical education.

Now, I deliberately state that this subject is not tanght at
all in England, and that the ignorance of it is so great that
I can obtain no attention to my complaints. A hundred
times more money is spent by Government to encournge nr-
tistic drawing than is yiven to encourage mechanical draw-
ing: and I say that mechanical drawing is o hundred times
more important to us as a nation, Morcover, the little guasi
mechanical drawing which is taught, is mostly mere geomet-
rical projection, a subject of which real draftsmen very fre.
quently, and with little loss to themselves, are profoundly
ignorant. Descriptive geometry and geometrical projection
nre nearly useless branches of the art, and the little encour-
agement which is given is almost monopolised by these,

Mechanical drawing proper is confined to those who pick
it up by practice in engineering offices, These draftsmen
are often excellent; and for their behoof 1 claim no other
teaching, I speak for the artisan who makes, and for him
who uses, machinery.

There are two ways in which our shortcomings may be
remedied ; first, the schools of art now established in this
country should be cnlarged, so as to teach real mechanical
drawing,and .he examinations conducted by the Science and
Art Department should be greatly modified ; secondly,the draw-
ing which is ‘0 be taught in the schools under the superinten-
dence of the new school boards may be, and ought to be, me-
chanical drawing. Free hand drawing, as a branch of primary
education, will, I fear, be an useless pastime : but whether that
be so or not, I am certain that the accurate and neat represen-
tation of the elementary parts of machinery and buildings
would be popular with the papils, and could be effectively
taught,

This kind of drawing educates hand and mind in accuracy;
it teaches students the elements of mensuration and geome-
try; and it affords considerable scope for taste where taste
exists. The chief difficulty will be to obtain competent
teachers, I shonld occupy yon too long were I to attempt to
show how these must themselves be trained. My chief aim
to day has been to claim attention for a most important and
wholly neglected branch of education.

-
One Pound of Coal per Horse Power,

It is gaid that a firm in London is now constructing the
most economieal steam engines in the world, For their mill
engines, these mannfacturers guarantee a consumption of
less than 2 pounds of coal per horse power per hour; and they
claim that in some cases these engines in practice bave brought
the figure as low as 1 pound of coal per horse power per hour,
To realize the importance of this improvement, we must con.
sider that ordinary steam engines, in many cases, burn as
much as 10 pounds of coal per horse power per honr, This
is common, when the boiler admits of the evaporation of only
6 pounds of water for every pound of conl. When engines
are supplied with Cornish boilers, so celebrated for their
economy (since they evaporate 12 pounds of water for every
pound of coal), the ordinary consumption is 5 pounds of coal
per horse power jer hour; and the reduction of this amount
to 4 or even 2§ pounds has thus far been considered some
thing extraordinary—the best result, in fact, to be practically
obtained. That there is, however, still room for improve.
ment, is ovident from the theory of the mechanical equivalent
of heat.  One pound of good anthracite coal will produce, in
combustion, 14,220 units of heat; while 1 pound of bitumin.
ous conl will produce 18,500 units. Let us adopt the round
number, 14,000 units; that is to say, the proper combustion
of 1 pound of conl should heat 14,000 pounds of water 1 de-
greo, or 140 pounds 100 dogrees, or 14 pounds 1,000 degrees

“ubr, But heating water 1,000 degreos changes it into steam |

nnd experimonts have proved that It takes oxac
heat to ohnnge 14 pounds of wator into steam
pounds of water 100 d Tharefore the
heat doveloped by the combustion of 1 pound
phange 14 pounds of water into ms
vontion of this steam thst we have to
oquivalent of the 14,000 units of heat. The woll ¢
mochanieal oquivalent of ench unit in 772 foot |
fuet, for overy foot that we eausy 772 paundl :
mny actually obtain a unit of hent; and th :
titled to expeet Invorsely the development of a
foot pounds for overy unit of heat expended, :
units of heat, obtained by the combustion of 1 m )
should give us, then, 14,000X 772, or lom,ooo !
If the coal is burned in 1 hour, we onght to o
por Liour; and, as 1 horse powor In equal to n fores
foot ppunds per minate, or 83,000 (0 =1 980,000 foot pounds
per hour, we ought to have 10,808,000 -+ Mwﬂh&k

ginos, therefors, in place of obtaining, -m , only
tenth or one twentioth of the theoretical equivalent of the heat
consumed, are reported to have reached nearly one fifth
which is certainly a wonderful advance, Of coursé
theoretical equivalent ean never be expected, |
which we will not now disenss. Most engineers i
on the main features of mmmm ﬂm_ Ar
They are: Proportionally large boilers, with large W_‘~
surfaces, und proper grates; heﬂhgoﬂhtd“ﬁ the
condennar high pressure in conneetion with proper cut
armngements, 8o a8 to utilize the expansion; earoful protec-
tion from loss of heat by radiation; and, above lﬂ‘lbﬁ“,'hi
telligent and faithful engineers and firemen, Many modor-
ntely good boilers and engines loge all claim to rensonable
oconomy by improper treatment in firing.—Teehnologist,
A A ——
The Dublin Gas Works,

Conl gas is much more used in Great Britain than in the
United States, and whereas in our country it is an otpom ve
illuminating agent, on the contrary it is, in the former conn-
try, one of the cheapest sources of light, selling for from
three to five shillings per thousand feet. Throughout Ire.
Iand, g0 far as we have noticed, every village has its guwo;‘h !
and although of course the poor people burn tallow dips,
to the better classes gas is available, Comparing Dnblln wﬂh
New York, we find the former city, of 250,000 lnhnblunla.
consuming 4,000,000 feet per day, whereas in our own mef
olis of certainly 1,000,000 people, not more than 80000
feet are used in the same time. The cause of this low price
of gas is the cheapness of the labor in the mining and trans.
portation of the coal, in the building of the gas works and
the manufacture and distribution of the gas; in fact, in the
production of every article employed and in every depart.
ment in the management of the establishment. Good gas
coals can be obtained for about $3.50 per tun; ordinary
Iaborers for from 50 to 60 cents per day, and skilled Iaborers,
such as machinists, carpenters, masons, etc., for not more
than $1.50 per day.

The Dublin gas works is one of the best managed works in
Great Britain, and we find there several points of interest.
The clay retorts are set in benches of nine, and closed with
the self sealing doors, which have machine turned edges, and,
being attached to the retorts by hinges, are bronght in close
contact with the iron facing of the retorts, also perfeetly true, |
by means of an iron lever. The doors are thus closed gas X
tight, without luting, thus saving the expense of the Iatter it
as well as the cost and delay in handling doors, as with us, '

The steam stoke= is employed, and with two of these
machines and oight men, 540 retorts are charged and dis- {
charged, the retorts being worked in six hour charges, the Tk
men working twelve hour relays. The machine empties
three retorts ata time, by means of as many long mkes, \
which are thrust into the retorts and rake out the coke, which 3
falls through an opening in the floor into the iron wagon.
Three gcoops, filled from a hopper with coal, are then moved o
into the retorts, overturned and withdrawn, There are three a
men upon the machine, one controlling the steam, one the
valves that fill the scoops, and one the movements of the ;
rakes and scoops. A fourth man stands upon the floor to
sweep up whatever may fall thercon during the operation,
This is certainly the most expeditions working of rotorts wo
have ever seen,

McKenzie's patent misture of conl and cosl oll was form.
erly employed at the Dublin works, It is now, however,
abandoned. 1In place of this, the coal is coarsely pulverized
in a Chilean mill and mixed with the coal tar, produced upon
the premises. This mixture is quite dry and is found to
work well, After a time the coal tar from this process fails
to yield any gas, when it is sold to a patent fuel company in R i
Wales. A portion of it is also consumed upon the spot in 5
making a patent fuel with the coke breeze, which is thus . .
cemented into cylinders of four inches diameter and one foot
length,

Some year or two since, the city compelled the works to N
adopt the iron process, and for purifiers the engincer adapted ‘
two disused gasholders. At the bottom, one and one half |
feot in depth of lime is placed and, then, supported upon us
many trays, six layers of a mixture of bog iron ore and saw- i B
dust, ench layer one and one half feet thick, and finally i
another layer of lime. The purifier works well, delivering
gas containing 20 to 25 grains of sulphur and one per cent
carbonic acid, and \nlh a moderate pressurce. This use of
the layer of lime confirms a previously formed opinion of the
writer as to the benefit of its employment in the iron process
of purifieation,

To re-enumernte therefore tho noticeable peculiarities of

theso works, wo mention: The self sealing retort doors; the
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stoam stoker; the nse of the mixture of conl and conl tar:
consuming the coal tar upon the premises; the two enormons
purifiers, formerly two gusometors, and a depth of nearly ten
feet of purifying matorial theroln.—American Chamiat.

-

Soluble and Yosoluble Phosphateos of Whent,
RY F. ORACE CALYERY,

The results of my investigntions have met, fully, my expee
tations, viz., that the phosphates n each of the eortical onvel.
opes of the gmin vary not 0 muach in kind as in quantity;
their proportion varies gradnally from the exterior envelopes
to the interior ones; so that, while flour contains only a trace
of the phosphates, specinlly soluble, the bran contains a large
quantity of it.

Total proportion of phosphorie acid in 100 parts of bran,
1682 in 100 parts of flour, 0921,

Total proportion of phosphorio neid In soluble phosphatos :
in 100 parts of bran, 1211; In 100 parts of flour, 00080,

A miller haying agreed to grind and bolt several sacks of
wheat, in order to enable me to obtain in a separate state the
different materials which constitute the grain, sent me five
different samples o8 ropresenting, roughly, the difforent
layers. No. 1, conrse bran; No, 2, brown flour; No, 8, conrse
grits; No, 4, fine grits; No, 5, lour,

Proportion of phosphoric acid In the difforent parts of o
grain of wheat,

No. 1. No.% No.& No.4 Flour.
Phospliorie acld combloed
with sesquioxide of fron. ... ooR o 007 0015 0019 pc.
Phosphorie acid combloed
with magoesia and small
quantity of Ume.......oocoee 1998 190 05T 0B®  09M *
Phosphoric ackt combined
with pOLASN L.ovciiaiiniaiine 1m 18 0w 0-2%) o ¢
Tolal 20M  JER I 0’ 0Wipe.
Phosphatessoluble In water  1-982 ' 0918 o™ o \1':; Pl

Thes . facts tend 1o prove that the greater part pf the phos-
phates contained in wheat are not combined with organic
matter, but are in the free state; und the greater part is solu-
ble and combined with potash and magnesia, while the insol-
uble phosphates are represented by lime, iron, and a small
proportion of magnesia, the latter salt being probably the
neutral phosphate of magnesia, 3Mg0,PO, | while the solublo
salt of magnesin is 2Mg0,HO,PO,,

These nnalyses show clearly, that notwithstanding eustom
and vanity have led us gradually to prefer white to brown
bread, or rather, that made with nearly all the constituent
clomonts of wheat, this practice is not the less erroncous,
when we consider the nutritive properties of wheat, especinlly
as nourishment for children, for whom phosphates are so
essentinl in the formation of bone and blood.

These views are confirmed by the researches of M, Migo
Mourids, who has shown that there exists,in the interior cor-
tical envelopes of wheat, a specinl ferment which rapidly
converts starch Into sugar, und consequently facilitates the
conversion of flour in bread, a ferment to which he has given
the name eérealine. The observations of M. Mdge Mourids
led him to devize s particular mode of grinding the wheat
and of waking bread from the flour thus obtained, and the
results were such that he was enhbled to obtain from each
quintal of wheat: process of Mdge Mourids, 82 flour, 101
bread ; ondinary process, 70 flonr, 82 bread,

. —
People who should not Smoke,

Inan article on the medical aspect of smoking tobaceo in
the Food Journal, Dr. E, B. Gray nsks:

“Is smoking injurions?” This is an every day question
apt to be put by patients to their doctors. Like most broad
questions of the kind, it involves far too many considerations
10 admit of being answered by a plain yes or no. A medical
man, who has long been o moderate smoker nnd watched the
effect of the habit on himself and others, here offers what he
believes to be the true answer to the question,

First of all, there must be an understanding about the qual-
ity of the tobaceo to be smoked. Bad—namely, rank, quickly
intoxicating, and prostruting tobaceo (certain kinds of shag
and cavendish, for instance) must always be injurious. Few
can smoke them nt all—none, habitually at least—with im-
punity, So too with regard to quantity, even good tobacco
smoked to excess will to a certaioty be injurions to the
smoker, goonor or later, in some way or other, Of the vari.
ous evil offorts of oxcemsive smoking, more will be said pres-
ently.

Next, as to the smokers, There are people to whom any

" tobaceo, however smoked, is simply polson, cansing, even in
small doses, vomiting, pallor, and alarming prostration. Such
people never get sonsoned to its effects, even after repeated
trials; and if they are wise, they will forever let it alone.
They will display still further wisddm by not presuming to
ke laws for others who have not the same ldiosynerasy,

‘No one ean enjoy smoking, or smoke with impunity, whon
out of health. Tho phrase* out of health,” though it may
sound vague, is definito enough to frame a general rule. At
the same time, it is nseful to know what, if any, are the par.
ticalar disordors and conditions of health in which tobaceo
doos wpecial hnrm, An far an the writers knowledge goes,

~ these hinve noyver boen specificd by medical writers as cloarly

g desirable,

i, o man with o bad appetite will, if o smoke, most

v ent still less—u notoworthy fact for smokers or

¥ recovering from wasting illness or “off their foed "
whatever enuse, This offoct of tobacco, by the way,

o the sick man who cannot eat enouglh, be-

the staryed man who cannot get enough to

o Dustration of this was furnished among the

erman soldiers in the recent war,  Again, no
ould smoke who has a dirty tongue, a bad tasto in his
ora weak or disordered digestion. In any such case,

rollsh his tobaceo, Tt whould be n golden rule with

, that the pipe or cigar which is not smoked with rel.

S
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inh hnd better not be smoked at all, Indigestion in every
shape s aggmvated by smokiog, but most especially that
form of it commonly known ss atonic and nccompanied with
fintulenco.  Diarrhoea, s a rale, is made worse by smoking.

One of the commonest and carliest offects of excessive or
untimely smoking is to make the hand shake. This gives
the clup to another eluss of persons who ought not to smoke
—persons, nnnely, who have weak unsteady nerves, and suf-
fer from glddiness, confasion of sight, tremulous hands, ten-
dency to stammer, or aoy such symptoms. And if tobacco
does barm in mere functionn]l weakness, still less allowable
In it In nctual organic disease of the system ; as, for instance,
where there exists any degree of paralysia or other sign of
degenorative change in the brain or spinal cord. The im-
proper use of tobaeco does beyond guestion somehow inter-
foro with due nutrition of nerve substance, An illustration
of this, familine to ocalists and medical men, 1s the so called
tobaogo nmanrosis, o fallure of vision oceurring in excossive
smokers from wal.nutrition of the retine, Another class of
persons who ought not to smoke are those who have weak or
unsteady eiroulstions and complain of such troubles as palpi-
tation, eardine pain, intormittent pulse, habitually cold hands
and feet, or chronie languor.

Lastly, there is reason for believing that the habitual
use of tobaceo i likely to retard the due growth and devel-
opmont of the body, I so, no one should become a smoker
till ho is well past the period of puberty. Boys, moreover,
have no excase for smoking, for they are spared the hard
wear and tear of adult life.

Now, after eliminating those who from idiosyncrasy cannot,
and those who from bodily allment or from tender years
should not smoke, there will still always be a large resido.
um of happy folk who can smoke, enjoy smoking,and are
indeed the better for it. These are they who use tobacco
without abusing it—use it, that is to say, in moderate quan-
tity, in due season, and honestly for the sake of the comfort
which it gives them—a comfort every bit as legitimate as
that which drinkers of tea, coffee, or wine extract in each
cnso from their favorite beverage.

=
The Detroit River Tunnel,

Weare able authoritatively to state that work upon the river
tunne! will be commenced at once. Mr, Joy has returned
from tho East, and will see to it that operations are begun at
the earliest practicable moment, All the money required has
been secared, organizations have been effucted on both sides
of the river, which in due time will be consolidated ; the City
Connell has adopted, and the Mayor has approved, the ordi.
nance giving the right of way through and under the stroots;
and all that now remains is for the engineer to prepare the
necessary working plans, set the machinery in place, and go
to work. Mr. Cheescbrough, the enginecer who constructed
the lake tunnel at Chicago, and who made the surveys of the
river bed and approaches, and prepared the plan of the pro-
posed tunnel here, will have charge of the work. He is ex-
pected here within a few days to complete the necessary pre-
liminary work. The plan of the tunnel contemplates really
a series of three eylindrical tannels. Two of these will be
for railroad purposes, each being 183 feet interior diameter.
They will be parallel, and 50 feet apart. This plan is deemed
preferable to a single tunnel with double tracks, both on ac-
count of less liability of accident to trains and delay from
obstructions, and on account of the strength and economy of
the structure. The third tunnel will only run' under the
river, and will be below and midway between the other two.
It is designed for drainage purposes only, and will have an
interior dinmeter of five feot. T'he third tunnel will be con-
structed first, in order to fully develop the character of the
soil which is penetrated, and to drain the other two tunnels
as the work progresses. It is expected that the building of
the lower tunnel will fully determine the feasibility of the
whole project; and this will therefore bo completed before
work is undertaken on the rallroad tunnel proper. 1If diffi-
culties are met with anywhere, of course they will be under-
neath the bed of the river, and the drainnge tunnel will be
likely to encounter thom, Thulr nature, and the possibility
of ovorcoming them {f they nre mot, can thon be determined,
before any great expense is incurred or property of the ity
is damaged by excavating in and underneath the streets.

Work will be first commenced on the grounds of the
Detroit and Milwaukeo Rallroad Company, near the foot of
St. Antoine strect. Here n shaft, ton feet in dinmeter, will
be sunk to the required depth, and excavation under the bed
of the river will proceed from that point, As the excavating
proceeds, a shell of brick masonry wil! bo constructed in a
permanent manner. By the time the middle of the river is
reached, if the project still appears feasible, operations of a
similar character will be commenced on the other side of the
river, and the work will proceed from both directions, The
building of this experimental and drainnge tunnel, it is ex.
pected, will not consumo moro than two or three months; so
that wo ahall soon know whother or not the proposed rallroud
tunnel under the river I8 possible, If the sucesssful complo-
tion of the first tunuol shall prove that it is s0, work upon
tho others will be fmmedintely bogun and procesded with,
with all possible dispatel,  ‘The engincer estimates that o
year and o half or two years will bo required to completo the
work, allowing time for unlooked for delays, and proceeding
cautiously and slowly undor the bed of the river, whore tho
water i doopest and thero I8 dangor, Of course, much do.
pends upon the results attained in the oxperimental tunnel,
If it shall appear that the larger tunnels can nnquestionably
be built, and without danger or delay, the work will b
pushed with all possiblo dispateh, and probubly completed
within a year,

The company which has undertaken this project only re-
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quire 1o know what is feasible in order to have it completed
and in practical operation st the earliest possible moment.
The entire length of the tannel, not including the appronches,
will be about two miles, and its estimated cost nearly $3,000,
000. When completed, it will be used by all the railroads
entering the city.—Detroit Post.

Nitro=Glycerin,

When glyeerin is sllowed alowly to trickle into s mixture
of equal measures of pitric acid and oil of vitriol, at & Jlow
temperature, two atoms of its hytlrogen are replaced by two
atoms of protoxide of nitrogen, and there results s heavy
oily liguid known as nitro.glycerin, a body which has more
than ten times the explosive power of gunpowder. It has
come into extensive use for blasting, and the numbaer of ter-
rible socidents that have happened from it, by explosion from
mero friction, illustrates not only the tremendous forees that
enn be stored up in the shape of atomie tensions, but how ex-
quisite is the balance by which such terrible agencies are
kept in equilibriom.

This terrible explogive scems little to respect ite compnny
and gurroundings, Dr. Gorup Besamez reports tho sceount
of an oxplosion of ten drops of the substance In his labors-
tory, and the astonishing effects he records as resulting from
this explosion are well caloulated to give & most respoctable
and respoctful notion of the properties of nitro.glycerin,
One of the doctor’s pupils, in the course of an investigation,
placed the above mentioned quantity of the substance in
question in a small cast iron dish heater over the small Bun-
sen gas buorner in common use in Iabomatories. Resalt:
forty-six panes of glass in the windows of the laboratory de-
molished, the iron dish hurled through a brick wall, the iron
stand upon which it was supported partly split and partly
twisted out of sghape, and the tube of the Bunsen burner
split and flattened. Those in the laboratory, fortunately, es-
eaped without injury. This circumstance confirms the re-
sults of Dr. E. Kopp's observations upon the conditions upon
which nitroglycerin explodes or quietly burns. When
caused to fall drop by drop on an iron plate ata full red
heat, it burns off’ like gunpowder; but should the iron plate
not be thoroughly red, but still sufficiently heated to make
the nitro.glycerin boil suddenly, an explosion invariably oc-
curs, The latter must have been the conditions under which
the nitro-glycerin was heated in the case above cited. Nobel
clnima that nitro.glycerin can be rendered perfectly harmless
and safe for transportation by mixing it with ten per cent of
wood spirit or methylic alcohol. When required for use this
added substanco must be removed, its removal bringing the
oxplosive back to its original dangerous state, An admix.
ture with twenty-five per cent of its weight of sand will, it
is sald, allow it to burn quietly without explosion, but if
struck with a sudden and violent blow, it takes fire, but only
the portion struck burns. Sach a mixture, now known as
dynamite, may be exploded by means of fulminate of mer.
cury, itself fired by the electric spark or by a slow mateh,

24
Packing rfor Ol Wells,

In pumping oil, it is customary to apply a pump to wells
separately from the oil pump for the purpose of drawing off
the gases and relioving the oil, in the crevices of the rock be-
neatlsthe pump tube, of atmospheric pressare, or for causing
a vacuum. It is not unfrequently necessary to withdmw the
tube for repairs or other purposes, and when this is done the
air rushes down and fills the vacuum, driving back the ofl
and causing much trouble and expense in getting it back,
when the tube is replaced and the pump is again put in opera-
tion, In fact, oil wells are sometimes ruined by withdrw-
ing the tubo and subjecting the oil in and below the well to
atmospheric preasure, An important invention, devised by
Henry S. Cate, of Deerfield, Pa., consists in p the
vacuum by preventing the ingress of air. He employs o disk
of rubber, or other elastic material, confined botween the two
metallic nnnular rings, on the collar of the casing, by means
of clamps or in nny other suitable manner Through the
center of the rubber packing thereis an orifico smaller in
dinmeter than the tube, but through which the tube passes
uir tight, by reason of the elasticity of the packing.

The bearing of the metallie rings is on the outer edge of
the packing, so that the latter can contract or expand nearly
its entire width from the center. In drawing up the
through the clastic packing, the latter will be drawn
around the tube in the form of a truneated cone, which will

bat claims any equivalent device.

Stonm Navigation
A correspondent sends s an a
Andrew H. I Dawvson, in which
went from Albany to Buffulo in 8}
tuns; and roturned with 1,400 bushels
conl, wbout 190 tuns in all, feom
Her dimensions are 96 feol
her onds are very full, and 1
has an engine with eylinder 12
sorew propellor located in ﬁll.m
complisghed 3 miles an hour, und
mado the better time, the greater
in. The writer clabms for ¢
mwoll or wave whatever, and that
ront under the boat, Many o
buted to her, and as sho is an experi;
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yot bo much improved upon,
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The invention, of which our engraving gives an oxeellent
reprosentation, is designed to direct and control the flow of
water upon the buckets in a more eflicient and conveniont
manner than ean be done with the devices for, the purpose
herotofore uged. The principal feature of the invention is
the employment of movable chates, in connection with ata-
tionary chutes, to direct and control the currents of wator as
they enter the wheel, the parts of the invention and their
opemtion being as follows:

Fig. 1 I8 a perspective view with a portion of the top an.
nular plate broken away, the better to show the construction
of the parts. Fig. 2 s a sectional and plan view of a portion
of the device, showing the adjustable chutes,
* A represonts the immovable bottom plate,
to which are attached the plates or chutos,
B, which direct the water toward the centor
at right angleg, and upon tho face of the
buckets,

C represonts an annular top plate, boltel
to a spider, D, which latter turna freely on
the wheel shaft, together with the annular
plate, C,and the plates, or chutes, E, bolted
to the under side of the annular plate, C,
whenever actuated in the manner to be de-
seribed.

‘The partial rotation of the annular top
plate, C, about its central axis, causes the
chutes, B, to approach or recede from the
fised chutes, B, thereby enlarging or con-
tracting tho water courses between them,
or shutting them off’ entirely when the two
gories of plates are brought close together.

This movement is accomplished as fol-
lows:

The vertical shaft, F, which has its bear-
Ings in the fixed central disk within the
annular top plate, C,and in & lug bolted to
the disk, has extending from it an arm, G,
and this arm is connected to the annular
plate, C, by a link, H, pivoted to the arm,
@, and the top plate, C. Therefore the ro-
tation of the shaft, F, causes the top plate
to move partially about its axis acconding
as the shaft, F, is rotated to the right or
the left by a lever at the top.

The pressure upon the chutes being upon
both sides of them, as the water enters the
wheel from the usual vertical trunk or
pipe, the movement is not difficult, and the
link and arm, acting like a knuckle joint,
give all the necessary power to close the
chutes.

Patented through the Scientific American
Patent Agency, Oct. 3, 1871. For further
information, address R. Bryant & Brothers, West Chester-
field, Mass,, or John Humphrey & Co., Keene, N, H.

<>
Gardner’s Improved Steering Apparatus.

Mr, John Gardner,of New York city, has invented a new
Ship's Steering Apparatus to be used more especially When
the rudder post is set roking or inclined. The upperend of a
raking or inclined rudder post, is made polygonal in form, and
passes up through a hole in the bottom of nbox or casing and
fits into a hole in a large bevel gear wheel, so that the rudder
post can rise and lower with affecting the operation of the
steering apparatus. The bevel gear wheel revolves upon the
bottom of the box or casing, and into its teeth, upon its front
and rear sides, mesh the teeth of two bevel gear wheels, one
of which wheels is rigidly attached to a counter shaft. The
other wheel is run loosely upon this shaft, and serves simply
to hold the wheel down to its seat and give steadiness of mo-
tion to the gearing, The shaft is placed at right angles to
the axis of the rudder post, and its journnls revolve in bear-
ings attached to or formed in the box or casing., To the
counter shaft is attached a gear wheel, into the teeth of which
mesh the toeth of a gear wheel attached to the shaft of the
steering wheel the journals of which revolve in bearings at-
tuchied to tho box or casing. The gear wheels are beveled
more or less to correspond with the angle between the shafts,
The steering wheel is thus always vertical, and congequently
in the best positionto be opernted by the steersman.

| — e —
The British Conl Flolds,

A statement, hazarded gome yoars ago by n Mr, Jevons, ns
to the probuble exhaustion of the conl fields in Gireat Britain
ot no very distant date, suceeoded in calling publie attention
in that country to this most important question ; and practi.
eal netion was taken by the sppointment of o Royal commis.
glon of sclentific men to investigate and report on the whole
subject. The final report has just been issued, nnd is o val.
unble and exhaustive document,

The statement of the Commissloners, on the main ques.
tion, is ax follows: The coal ficlds, now known to exist, will
maintain the present supply snd provide for the inereased
demnnd which experience has taught the conl owners to cx.
puct, for the next 277 years, 1f there bo no incroasod nge of
conl, the supply will be sufllciont for 1,300 years, In caley.
Iating the avallable coal ficlds, the Commissioners have re.
cognized the fact that the heat, at a depth of 4,000 feet, for.
bids the laborers to go lower, the temperature belng 105
Falir,, in which no man can work for more than n very few
minutes at a time, The total quantity mentioned In the ex.
timute reaches the sstounding figure of 146,4580,000,000 tuns,
which, as has been already stated, will last 277 or 1,300
years, aceording to whether the demand in stationary or in.
creases in Its usual rutio,

Scientific  Amevican.

The good effects of this inquiry have already been seen.
The enormous heaps of waste coal (slack), which lie around
the pits’ mouths in the mining districts, have set inventors to
work to utilize them as fuel, and the locomotives in France
and Belginm are generally fired with compressed bricks of
conl mnde from this dust. Improved methods of reducing
fron and other ores, and of manufacturing metals, will do
much to keep the consumption from growing beyond reason.
able limits. But before these ficids are exhausted, it is pro-
bable that gteam will be superseded altogether. If the re-
sult of the ever vigilant search through the mysteries of na-
ture, which the scientific men of the present day are pursu.
ing with such unfaltering zeal and activity, will be to utilize
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rollers are supplied ready for the machine; or, if
manufacturers may send their own mandrels, and have the
Jac simile deposited thereon.— The Hub,
— ————
Kennedy's Improvement in Wronght fron Col-
nmns,

Mr. John P. Kennedy, of New York, has patented an im-
provement in the construction of wronght iron columns, in
which he constructs triangalar columns, or girders of h‘lv
tudinal bars connected together by cross bars and disgonal
braces, to obtain the greatest strongth with the least weight
of metal, and to provide an armngement for the construction
of large columns of great length, whereby they may be made

light, solar heat, electricity, or magnetism, as motive power,

BRYANT'S IMPROVED TURBINE WHEEL

we cannot tell; but one thing is certain, that the supply of
either of these forces is practically infinite.

The Commissioners have not investigated the guestion of
coal fields in Ireland, although the world has long been
aware of the existence of large beds of the valuable mineral

Fig. e

in that conntry. Further information of this point would be
of great interest, and the development of a coal industry
might affect the future of Ireland to an important extent,
- —— . —
Imitation of Leather,

This I8 an age of imitations; and the sham is so often taken
for the real that even judges themselves have been misled.
In manufactures, there is such a constant demand for some-
thing new that the best energies of man are severely taxed
to meot the requirements of the hour, and it s surprising to
many how promptly this craving Is satisfied. As an instance
of the extending power of the imitator's art, which will be
interesting to carriage trimmers, wo hive noticed that Messrs,
Elkington & Co., of Birmingham, have arranged to produce,
by the electrotype process, imitations of the choicest grains
of leather. They say that the systom of producing leathers
in exaet fae simile of moroceo, seal, and other skins, by means
of electrodeposited copper rollers, hus now become an estal
lished branch of leather manufacture. The fine grain of the
most rare and valusble skins can, by this process, bo repro
duced nt o merely fractionnl cost, ng compared with the ordi-
nary imitations,

The system, ng deseribed by the Meckanios Magazine, is ns
follows : An ordinary machine roller is fitted with o mandrel,
upon which is deposited, by n new process, the copper fae
wimile, "I'he latter is an oxnct copy of any rarc or choice skin
required to be reproduced, and it is only by o récent improve
ment in electrotypiog that tho difficalty of depositing upon
such n substance as leather has been surmounted,  An ordi
nary skin can thus be impressed with the beautiful surface
of moroeco skin, even to the finest variations of grain, and

Io all cases
These

several thousand may be copied by one deposit,
the actual gkin required to be copled must be sent.

up of wsections, which, being prepared for riveting togethér,
may be conveyed, to the place where the col-
umns are to be erected, in pieces or packages
of pieces, and there put together. The said
columns ure made in trisngular form in cross
section because it gives greater strength with
a given weight of metal than any other form,
and is claimed to be the best manner of com.
bining the longitudinal and transverse bars
and braces.

Rolled T bars are used for the longitudinal
bars, having one at the apex of each angle,
and are placed so that the vertical parts of
the T bars are on radial lines of the axisof
column, while the head of each bar is parallel
with the side corresponding to the base of
the trinngle, in the apex of which the said
baris. The cross bars and braces have the
ends suitably bent to fit the sides of these
parts, and are riveted to them. The head of
one of the bars of a column of this Kind,
being suitably arranged relatively to the cover
of a gas holder, will serve as a guide for the
wheel of the holder.

Instead of the ordinary T bar, in some cases
two angle bars are used, by riveting them to-
gether so that the united flanges form the
head ; while the plates, which are considerably
wider than said flanges, form the vertical part
of the bar, and may be supported from the
inner edges about half way to the top of the
T, and arranged on the angle of the sides of
the column to receive the endsof the cross
bars and braces.

The columns are provided with suitable cast
iron or granite bases, and may have cast metal
or other ornamental capitals. Columns con-
structed in this way may be extended in
length indefinitely, the longitudinal bars be-
ing spliced at the ends and “ breaking”
joints.

Slag: Cement.

The composition of the slags of the blast furnace should
be for the most part as follows to obtain from them a good
cement. Essential elements: silicic acid, 40-25; clayey earths,
15:13; caleareous earths, 36:24. Non.essential elements; man-
ganese, oxide of iron, alkalies, etc,, 835, One part of these
slags in fine powder is sprinkled, and agitated in a suitable
vessel, with two parts of an equal mixture of hydrochlorie
acid (85 per cent HCI) and water. The slags decompose, n
lively disengagement of HS taking place, The mass finally
forms a thick jelly, from which water removes the chlorides
completely. After-removing these, the residue is dried and
reduced to an impalpable powder; one part of this powder,
intimately mixed with nine parts of slags in powder, gives
an excellent cement in water or air, as it may be desirable to
apply it.

—

A Sivrre METHOD OF ENAMELLING CAMEO PICTURES.—
Ordinary well polished glass plates are coated with normal,
collodion of the usual deseription, and when the film has set
perfectly, but has not become completely dry, the pictures,
which have previously been trimmed and finished, are dipped
rapidly into alcohol, and applied without delay to the plates.
The prints are pressed and rubbed down with smooth writing
paper, and the operation of mounting is proceeded with as
soon a8 the backs of the pictures have become white, or, in
other words, as soon us the aleohol has again evaporated.
The cardboard should be allowed to remain in water for at
least half an hour previously to its being employed for mount-
ing. The more rapidly the pietures are applied and pressod
upon the collodion surface, the more beautiful will be the
finished result.—ZL. G. Kloffel, in Photographic News.

B

PHOTOGRAPIIC TMPRESSIONS Wit Fuonsiy—A pieco of
linen goods colored with fuchsin and dried, was exposed to
the light under a photographic negative, when the image of
the plate became visible on the goods, the picture looking
groyish nnd faded whore the lights were strongest, Still the
picture was rather weak, and the goods were sonked for two
days in o bath of sulphate of copper, when the picture was
found to be more developed. After sovoral rinsings in water,
and two days exposure on tho grass, the rest of the goods
was bleached white, leaving the picture of a pure violet tint
on a white background.—Z%, Domoulin.
e A A

PLUMBAGQ 1IN Wyomixa.—Messrs, Kelly, Wallace & Co,,
of Cheyenne, Wyoming, write to inform us that, at a place
50 mlh.m north of that city, large doposits of plumbago, of &
nearly pure quality, have been discovered. The district Is
known a8 the Black Hills, and the valuable mineral has ox-
cited mueh nttention and curiosity throughout the neighbors

hood,
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CHURN DASHER.

Our engraving shows an improved ehurn dashor. for which

it is claimed that it so thoroughly agitates the eream or milk

that not only is the butter peparnted therefrom with greator ol to entely In eavities formed for the purpose in the bottom

ease nnd rapidity, but that n Inrger quantity s obtained
The form of the dashoer in well shown in the engraving: It
will be seon that, Instend of the usual flat and somotimoes
perforated blades, It is provided with blades of double, hut
oppositely Inclined, planes, #o placed that the enrrent made

by the action of one Inclined surface is mot and broken, by
the action of another surface inclined in another direction.

The result is that when the dasher is moved up and down
with the proper force, n violent ngitation of the cream or
milk is produced, the air belng earrled under the surface and
thoroughly aerating the fuid,

This modification of the old churn dasher, which has yot
held its own against powerful competition, will (lnnl)tl.v:m
strengthen the hold it has retained upon the favorable opin.
lon of dairymen, The inventor claims that the same princi-
ple of construction is equally adapted to revolving or other
kinds of churns,

Patented, through the Scientific American Patent Agency,
Sept. 7, 1869, by Miles Fisk, whom address at .r\«lrinn,';\lich.

- — — o - — -——
Moritz’s Jacks for Replacing Cars,

Mr. David Moritz, of Black Rock (Buffilo), N, Y., hag in-
vented o traversing jack for replacing cars, which is to be ap-
plied to railroad cars, for the purpose of replacing them upon
the rails when they are run off the track. To a portion of the
car body is atfached a bed plate, on which a cross head or
bar shaped frame, attached to the jack, traverses. The cross
head is provided with double flanges which embrace parallel
rails or sides of the bed plate, and is provided with friction
rollers to facilitate its movement. Both the bed plate and
cross head are suspended from the car by the jack. The
screw of the jack works in a nut affixed to the car body.
The nut is swiveled in a shell affixed to the car, and is, by
toothed wheels, connected with an upright shaft, which car-
ries a hand wheel. By turning this wheel, the nut will be re-
volved to work the screw up or down, and thereby raise or
lower the jack. A ball-joint forms the connection of the nat
with the cross head, permitting the jack to rest in an inclined
position on uneven ground. From the car is also suspend-
ed, by a ball joint, a vertical shaft which passes through a
pinfon, hung between ears formed on the cross head. The
pinion meshes into teeth formed on the inner side of the bed
plate. The vertical shaft can slide up and down in the pin-
ion, and is connected by feather and groove to the pinion.
This connection enables the carto be elevated without throw-
ing the pinion out of gear.

The ¢_Jp(-mti0n is as follows: When a car, having one of
these jacks near each end, runs off the track, the bed plate
at the off end is lowered by means of the screw, and, after it
has reached the ground, the nut is still turned to mise the
wheels of the car from the ground. The end of the car is
then entirely supported by the jack. By next turning the
vertical shaft, by means of a handle fitted to its upper end,
the pinion will roll along the rack and carry the cross head
and end of the car horizontally until the whesls of the latter
are again above the rails. The car is then again lowered
upon the track,and the bed plate rised off the ground,
The nut can be locked, to hold the bed plate elevated, by
means of a pawl, catching into a ratchet wheel, on the shaft,

_— <D~ —
Milroy's Method of Constructing Foundations,

Mr. John Milroy, whose name is so well known in connection |

with the excavator he has brought into extensive use, hasin.
vented s method of constructing piers or foundations of con-
erete or brickwork. The armogement embraces two special
features, one referring to the construction of the piers eithoer
in complete circular or sogmental sections, and the other to
the use of a curb or shoe to be used with them. Each sec.
tion is founded on a platform, and within a frame, which
may be constructed of wood and built up in segments. The
ring Is ghown ns formed with a mortice at one side, a tenon
being placed at the other, for connecting or locking togethor
o series of columns or rylimlrh-al piers when constrocting
foundations for a continuouns pler or quay,

A holder Is employed in lifting the rings, and it consists of
o threo armed frame having levers jointed to the outer ends
of the arms, and connected by chains to n centmal ring ; those

Jolnn the top of the shell, and it 1s, in addition, supported by

connecting chalns are of such I ll,"'l |l|v‘||, whoen 'I(HH)' fore "!
s applied to them the strain tends to deaw in the upper ends |
of the levers, and foree out their lower ends, which are shap

odge of the ring ; and when the Intter Is belog lifted, the strain
neting s dosoribed, provents the lovers from belng loorened
or dinplaead
the uppor chning nre alackened nnd the lower ends of the

When the ring has beon lowered into its place

lovors nro drawn Inwards clear of the ring by means of three
chnlng conneotod to thelr lower ondp,

The rings are |~-|n"»| lnr),'A'!lnl'r with Portland comoent, ¢ ither
by laying u bed of cement in the ususl way, or, after a ring
han boen lowered into its place, the joint between It and the
one next below it is pointed with cement round the Inside
and outside, and cement is then run into vertieal holes mado
in the rings for the purpose, and rammed well in so as to
sproad throughout and fill up & small space left for the pur.
pose botween the two rings. Bricks may finally be inserted
in the holes, to not as dowels between the rings, and thuas
prevant any movement of them upon ench other

The eurb or shoo consists of a thin cylindrical shell eanily
sunk, and prosenting & sharp and elongated entering part,
while, from the spuee within elevation isnccomplinhed with
out diffieulty, The eylindrical ghell {5 gurmonnted by o fiat
annular plate, the outer edge of which corresponds with and

radinl brackots or feather plates fixed or formed in the anglo
inside the shell
the annular plate, and is fixed to it by bolts,

The bottom ecourse of the pler rests upon

— -

COPSON'S IMPROVED CORN BROOM,

Thoe object In making this invention has been to improve
the manner of attaching corn brush to the handles of
brooms, so that if, by any means, the circuamference wire
should bo broken, or the tack which holds It should work
out, the wire will still be held securely, confining the brush
ns bofore,

To offoct this desirable result, use is made of extra braided
wires combined with the outer surface wire, as we procecd
to describe, referring
to the nccompanying
ongraving,

A is the brush of
the broom, armanged
and npp“ml to the
handle, B,in the usndl
manner, Cisthe outer
wire wound around
the butts of the brush.-
¢8, The end of this
wire is secured by the
tack, D, in the com-
mon way.

Extra braided wires,
E, are bent and looped
around one of the
lower coils of the ont-
er wire, the extra
wires being passed al.
ternately over and un-
der the successive
coils, and crossing
each other between
the coils, as shown.

The ends of the
braided wires are bent
back around the up-
per coils of the outer
wire, and driven into
the handle.

The braided wires thus hold and bind the coils, so that
should the tack, D, work out, or any part of the outer wires
be broken, the brush is firmly held. Four, more or less, of
the braided wires may be used as deemed convenient and
tasteful.

A patent has been ordered to issue, throngh the Scientific
American Patent Agency,to R. E. Copson, whom address, for
further information, Hamburg, Iowa.

—=- . -
How to Photograph a Tracing without a Cameora.,

I Inid out several thicknesses of cloth, on a smooth draw
ing board, on top of which I placed a sheet of sensitized
paper, superimposed the same with the drawing, right side
up, and pressed the whole down perfectly smooth with n
piece of glass which was kept in place by clothes pins and
welghts, and exposed it under the skylight until the edges of
the paper showed a sufficiently dark impression, when it was
removed, toned, and fixed. In this manner an exact copy of
a drawing can be made, the only difforence, as a matter of
course, will be, the lines will be white and the body of the
paper dark, which is of no disadvantage whatever.—Anthonys
Photographic Bulletin.

- - t -
Davis' Spirit Level, Plumb, and Inclinometer,

The manufacture of this well known and valued instro
ment was commenced in a small workshop, and has incroas
ed in importance till it now ocouples a factory costing
$70,000. All these instruments aro made and adjusted by
machinery. so that uniform accuracy may be relied upon.
The maker not only furnishes the best article in this line we
have seen, but, by improved machinery, is able to supply the
trade at as low prices as other manufacturers who sell an in
ferior article. To all dealers in or users of such instruments,
wo recommend that they send for a pamphlet, giving prices
and testimonials from a large number of practical men who

(Correspondence.

The EAtiore are wol resmponeidie for the apinions exprimed by thelr Cors

reatmonidents,
——————————

Dovico for Halsing Waler,
1o the Editor of the Seientifie American
Having learned by ox ',ur'u neas the value of the device, for

mising water, of which I gend n sketeh, 1 wish to offer it

through your columns for the benefit of “our” mechanical
family. Millwrights often work at a great disadvantage
from the difficulty and expense of removing the water from
the foundations of their mills during construction; this de
vice will in many cases remove that difficulty at a very small
cost. The whole thing can be made by any good carpenter
with a few planks and pleces of stove pipe.

In the skoteh, the side of the penstock is removed to show
the arrangement of the suction and the discharge pipes.

A is the flume, B, the penstock, C the saction pipe, D, the
discharge pipe, and E the coffer dam.

The suction pipe, C, extends a few inches into the dis
charge pipe, D, which, taking water from the penstock, B,
surrounds the end of the suction pipe with an annular jet of
water which draws with it the water in the suction pipe. In
practice, I find that, with a head of 8 feet, a 10 inch discharge
pipe draws the water through a six inch suction with such
force as to carry cobble stones with it, while lifting the water
three feet, developing also a powerful appetite for mud,
gravel, ete. Will some scientific man tell us how far water
can be drawn by this device with a given head?

G. W. PEAsnrsoxs,

Potsdam, N. Y.

[This device is deseribed in Ewbank's “Hydraulies and
Mechanics,” and is used in Australia for mining purposes.
A deseription of this application of it will be found in another
column. Various other uses for =0 cheap and simple an ar.
rangement will suggest themselves to our readers —Eps.

: —
Treatment of Colorado Ores.

To the Editor of the Scientific American :

I notice, in your paper of September 16, a letter from Mr.
Thomas J. Lee, asking some information in relation to the
treatment of Colorado ores. This is an old subject with me,
as I visited the Territory in 1865, and formed the opinion
which is expressed below, At that time, no proof could be
brought forward, for there were too few assays of ore in
quantity to form any basis for proof. But I think the puahli.
cation of the United States Report on the Geological Explor.
ation of the 40th Parallel by Clarence King, (vol. 8, by Mr.
Hague, his assistaut), offers pretty conclusive proof that the
Colorado ores are not, in general, milling ores. There is
proof of this in the experience of mill men there, and reason
for it in the theory of amalgamation. The future of Colo.
mdo is a future of smelting, and all operations in any other

direction seem to me to be wanton waste, so far as the ores
found near Contral City and Georgetown are concerned.
Mr. Lee is therefore right in looking to concentration forsue
cess, and there is nothing to prevent very successful and
thorongh concentration.

It was long ago pointed out that mercury has bat little
affinity for gold, and that the so called “ amalgamation *
method of extracting that metal from its ores is really a
mechanical and not a chewical process. The principles on
which the sepamtion is sccomplished are easily explained.
If we have a substance composed of two eloments, one having
a specific gravity of 5 and the other of 10, it is easy to see
that if wo can provide a liguid with a density of, say 7, the
latter clement will sink in it and the former cannot, To
nccomplish the separation of the two, we have only to crush
the substance to u certain fineness and place it on a bath of
the liquid, As soon as each particle of gravity 10 comes in con.
tact with the liquid, it will sink in it, and we have only to
agitate the sand until every particle is brought to the sur
face of the bath., We shall then have the two elements sepa-
rated, one on the top and the other at the bottom of tho
liquid,

This is preclsely what takes place in the so called amalga-
mation of gold ores, Gold has a specific gravity of 1938, and
morcury a density of 136, The iron pyrites in which the
gold of Colorado is found, have a gravity of about 5, and the
quarts, which is another constituent of these ares, a gravity

have them in uge. See advertisement on another page.

of 25. It would appear, then, that in & mixture composed fo
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gold, lm sp. g1, uul pyrites, 5 sp, gr., |lwm should be no
difficalty in effecting the separation, when the ore ina finely
divided state is passod over morcury in which the gold can,
and the pyrites eannot, sink, There is no difficulty in satisfy-
ing the mechanical condititions. That was done centuries
ago, and the simple machinery employed never fails in its
action when properly used.
There is a difficulty, however, in treating gold ores by
m by means of meroury, and In the explanation of
h the reason of thoe troubles experionced in Colo-
mado, Native gold #s rarely or nevor pure; it is alloyed with
silyer, which has & specific gravity of 1056, A simple sum
in proportion will satisfy your readers, that, when the amount
émma per cont, the alloy has the same specific

mercary, and therefore cannot sink in that faid,

cannot, in other words, be “ amalgamated.” Thoe question
iﬁpbh Do the ores of Colorado contain more than

Sﬁolumy denied that their ores contained any

m of silver; but Mr, Hague's report on thoe
mhﬁmﬁyo{ that, among other, Torritories, conclusively
proves that they do. The following proofs of this fact are
not the results of assays on picked or casual samples, but are
ﬁhmlbqying and selling assays of lots of ore delivered
at smelting works. Thirty-five per cent of silver 1 will call
the normal alloy, though, for working, tho percentage of sil-
thl Thave to be less, or it would be as likely to swim on

Golﬂ. Slger.

'.'ili.'ua; Silyor Waz
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l’t ahonld bcrannked that the return from the Ilinois
lode was thought to be exceptionally rich in silver, but it is
not very different from the others which are not exceptional.

These returns are all from first class ore, but the com.
mon milling rock contains the same proportionate amounts,
the richness of the ore being reduced by the displacing of a
certain amount of gold-bearing pyrites by barren quartz,
This is proved by the average of large quantities of milling
ore as follows:

Average of 1,340 tuns Burroughs ore: gold, 1 oz, silver, 43
ox.; or gold, 18, silver, 82, Average of 2,050 tuns from vari-
ous mines, gold, 44 oz., silver, 11 oz.; or gold 30, silver, 70.

It should be observed that the nine mines, from which these
8,400 tuns of ore came, all delivered ore which contained far
more silver than gold Not one can snpply an ore contain-
ing more gold than silver. It is therefore apparently impos-
gible to amalgamate Colorado ores, and yet it has been and
is done. The reason is that the alloy in these ores is very
rarely uniform in composition, The ore may even contain
free gold, together with the alloys. Such ores would yield a
part of their gold and retain a part. Mr, Hague estimates
the yield in the Colorado mills at 55 per cent,and thinks that
15 per cent more may be obtained from the tailings. My own
observation wouald put these figures very much lower, but,as
they stand, they show the correctness of the explanation I
have given of the impossibility of thoroughly treating alloys
of gold by amalgamation. Mr, Hague says or the experience
in Colorado: * It has already been shown that by the ordi-
nary mode of crushing and amalgamating, about 50 or 60 per
cent of the gold contained in the ore is extracted, while nearly
all the silver and nearly all the copper are allowed to be
wasted.”

Under these circumstances, it would be natural to expect
that inasmuch as a less amount proportionately of the silver
than of the gold has been remaved from the ore, the tailings
will contain a larger proportion of silver than the original
ore. This is not found to be 50 in Colorado, Eight samples
of tailings from varions mines assayed 21 gold and 79 silver;
eight others, 38 gold and 62 silver, The reason of this prob-
ubly is that some of the silver exists in the form of proper
silver minerals, which are mostly brittle and easily lost in
concentrating ; only & part being alloyed with the gold. The
great fact that the ores of Colorado contain too much silver
1o be susceptible of ‘horough amalgamation remains reason-
able from simple and well known mechanical laws, and is
proved by experiment.

These facts are not new. The requirements of amalgama.
tion have long been known and snbmitted to abroad. Nor is
this the first time they have boon brought forward in connec-
tion with the Colorado question. But the mine owners have,
#0 far as my experienco goes, sy stematically resisted all efforts

to ascertain the truth, mumlh asserting that their ores con-
tained very little silver, much less in fact than 85 per cent.
They were unable to separate the * retort” from the ore, and
ﬂwuuhl if the bullion they obtained was nine tenths gold,
the remainder left in the tailings must be the same. Mr.
Hugue's stady of the subjoct may eall them to their sense .
and lLis book is eertainly the most useful publication we
have on Colorado ores,

New York city. Jomx A. Coumen, B, M.

o — . —
Influence of the Moon on the Durability of Timber,
20 the Editor of the Selentific American ;

On page 244, Vol. XXIV,, you published my roport of an
experiment on the question * Has the Moon any Influence
upaon the Durability of Timber 7"

One year ago (Bept. 8, 1870, page 148), D. A, M., of Cincia-
nati, Ohlo, expressed himself, through your paper, as being
yuite certain that hickory timber cut three days after the
pew of the moon will not decay, or became worm eaten for a
Jong time; while If the same timber be cut In the foll of the
moon, it will become worm eaten in s fow months,

It is now over & year since I eut two hickory sticks, three
dsys after 8 full moon, marked them, and placed one in the
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ground out of doors, nnd the other m an old garret. Three
days after the next now moon, I cut two more sticks, similar
to thoe first, marked them, and placed them beside the first.
I send yon n section of each, properly marked, by which
you will see there is no perceptible differonce betweon those
eut in the old, and those eut in the new, of the moon.
Wallingford, Conn. D. E. 8.
[The specimens sent show no difference, and we regand the
experiment of our correspondent as conclusive.—Eps,
= e—
Faychie Foreo,
T the Editor of the Scientific American :

As the question of psychic force is occupying the attention
of sclentific men, I would like to ask some one interested to
tell me what powor it is by which the somnambulist can see
with his eyes closed, or by which he can see in the dark if
they are not closed, to perform the feats that are ngeribed to
him? I8 this psychic power, or anything nkin to it? I once
heard n eandid man relate an incident. When he was o
young man going home late in the evening, barefooted, after
the Inbors of a warm day, it became excessively dark; he
stepped upon something which proved to be the uncovered
wrist of o drunken man lying in the road, which startled
him, He instantly saw, notwithstanding the extreme dark-
noss, what he had stepped upon. He saw that it was a
stranger, and could and did deseribe him, sufficiently to iden-
tify him to a party of men whom he soon met on horseback,
hunting for their drunken friend. He returned with them to
the spot, only to find the object of their search by groping
and feeling about, although the horses indicated his presence
by their snuffing, What enabled him to thus see the man in
the dark? Was thiis psychic power, or did his fright have
the effect of dilating the pupil of the eye so that he could see,
on o principle similar to that by which some nocturnal ani-
mals can see in the dark? Or was it all unreal?

Soptember, 1871, B L.R.W.

A Practical Enginecer's Experience with Stenln.
T0 the Editor of the Scientific American :

On page 179, September 16th, current volume, isa commu-
nication on steam boiler explosions, from . A. Morris, in
which he explaing the true cause of the majority of explo-
sions, I am an engineer of some experience,and I find if my
boilers are tight, and I thut down my engine for a short
time, no water going into the boilers, so that everything
is at rest in the boilers, when I start my engine, the steam
will invariably rise in the boilers, so as to show wmore pres
sure on the pressure gage.

I remember well on one occasion, when I was engineer on
the tugbont ZZ, P, Clinton, on the Saginaw river in 1862, we
were laying out on Saginaw bay, waiting for some vessels
we were expecting; my boiler was very tight, and I had
pumped it up to the fourth try cock; we lay about twenty-
five minutes with sixty pounds steam, when we sighted two
vessels, and we started, and the engine did not make more
than ten or twelve turns before the steam showed ecighty
pounds on the gage; and I dropped the damper, and we did
not get 100 rods when the steam had got to ninety pounds,
and the safety valve blowing off vigorously.

My remedy is, when I stop my engines, to always have feed
water entering the boilers, or the steam blowing off’ slightly.
If you think this worth notice, it may save some valuable
lives. 8. J. DIeTER.

Saginaw City.

| — o e —
Seeing under Water,
70 the Editor of the Scientific American :

Your correspondent, A., upon page 181, current volume of
the SCIENTIFIC AMERICAN, described a plan which will ena-
ble & person to see under water to' a considerable depth, and
concluded the article with a suggestion that submarine ob.
servations be conducted upon the same principle from on
board the Great Eastern,

When the preli.ninary soundings along the Atlantic tele.
graphic platean were in progress, I thought out a scheme for
examining the bed of the ocean. The proposed outfit con.
sisted of the following named articles: Two stovepipes ten
inches in diameter and 100 feet long, Inshed and braced side
to side, and submerged in a nearly vertical position, several
mirrors for reflecting sunlight into one of the pipes, and a
first class marine telescopo with which to carry on observa.
tions through the other pipe.

The limited experience which I have had in sixty-five feet
of water, through two short lengths of pipe and with s pair of
opera glasses, convineed me that the plateau can be seen and
many portions of it minutely examined.

Submarine engineers can facilitate the construction of piers
and breskwaters by the stovepipe arrangemont, The device
is not patented—it is free to all, R. B. 8.

- 3
Wateh Case Springs.
T the Editor of the Scientific American :

I recently saw a communication making complaint of the
steel ease springs for watch cases; slso n reply giving diree
tions for putting in. [ have found the following to answer
my purpose better, with less breakage. First, draw the tom.
per in all springs ; never put one in without, 11 1t needs fis.
ting, do it. Then cover tho spring with soap, heat to a bright

red temperiog heat, and throw it inoll. The soap should
scale the spring, leaving It white, Thon draw to a blue, pol
b and draw again to a blue, and again polish and draw to
the blue, and the spring is ready for the case It is a well

known principle that steel should be ata neatral tomper,

nelther hard nor soft, If the joweller will try this, ho will

not make any more brass springs. R. B. FuEEMAN,
Watkine, N. Y. e

How to Construct an Inoxplos
To the Editor of the Seientific Ameriean ;
1 have waited patiently for six months 1o s
seientific men wonld. offor as n preventive to
Inmps from the nue of burning fAaids, Lam
that the desired improvement does not He
of a change in the charmetor of the fluld used, &
the manner of using it. Carburetted W
oxygen of the air will "orhooxpm
it Is generated ; and wo must have the ¢
before we can have the light, Now I will,
prove that a combination of hydrogen and o
oxploded in any lamp, whether of glass wm.
safoty, provided the outlet to the

est part of the vessel, For lnstance, fill o 3
ter, of one quart eapacity, with equal volumes of w ’
and oxygen. Fill over water, leave a gill ofm'lh N
tle, and cork it with n well fitting cork, Tmmerse '
piece of tissue paper in naphtha or petroleum ; |
paper one grain of potassium, so that the water
bottle shall not come in contact with the potassiaom lor
minutes. When all i ready, drop the paper and po
into the bottle of mixed gases, force in the cork

with the mouth of the bome,tnd ot upon. |

gium ignites, a violent detqmtion ’hhl y‘lm.
weight goes up 100 to 150 feet. Probably
your cork ; but your gluss bottle is lmw
ment you may repeat 100 or :ooomm '
your glass bottle. You may try the same experiment upon
an ordinary glass Inmp, with the same results, if m‘ﬁﬁl
leave off the leaden weight, nsing only a elose iélng

For more than twenty years I have mado these illusteations
before my classes in several colleges of the West an South,
holding the glass vessel in my hand ungloved, and hmmvei‘
had a well annealed glass vessel to be shattered, although the
report is deafening. The reason why the process is lnmﬂ&
is, that there is a ready exit for the force, with no necessity
for rupture.

Now, how simple to arrange a lamp npon a perfectly safo
principle! The oil vessel may be of the ordinary shape, ex-
copt that the neck be long enough to hold fast ﬁhohmu
(made to fit it securely by grinding the glass), after the man-
ner of a stopper. Then, should vn explosion take place, the
only damage that can possible accrue will be to throw out
the burner and inflamed wick together, and this would not,
in one time in one million, set fire to the fluid, or break the
oil vessel.

The gases I have named (olefiant gas and oxygen) seem to
exert a greater force than any other — greater, at least, than
common oil gas and atmospheric air. | have proved my
theory correct 500 times in 20 years upon these gases, as well
as on chlorine and hydrogen, binoxide of nitrogen and hydro-
gen, ete.  Now this is just the thing required for both econ.
omy and safety. No screw on the burner. I do not want
any patent for it—nor do I want any one else to have one.
I know what 1 say, when speaking of the safety of it, and do
not care what oil is used. J M. PARKER,

Professor Mathematics and Physics, La Grange College, Mo.
- —.——
Half the Cost of Steam Power Saved.
To the Editor of the Scientific American :

A series of experiments, which I have recently tried, proves
that half the fuel now consumed in the production of steam
power can bo saved, by using the Leat that escapes, in the
exhaust steam from an engine, to produce additional power,
In the experiments tried, the exhaust from the twenty horse
engine (that drove the shafting in the shop where the trial
was made) was used, and the heat which this exhaust fteam
contained was sufficient to drive ansther twenty horse en-
gine, with the mill to which it was attachel, developing as
much power as the engine whose exhaust was used. The
apparatus with which these surprising results was produced
Is very simple, and can be attached to any engine now in use.
It con~ists of a plain tubular boiler, ten feet long and twenty-
six Inches in diameter, with seventy 14 inch iron flues in it
This boiler was filled with the bisulphide of carbon, and set
in an upright position. The exhaust steam was passed
through the flues, entering at the top end, and passing out
into the atmosphere at the bottom, and was perfectly con-
densed in the flues, imparting its Intent heat to the fluid in
the boiler, which was mpidly converted into vapor to a pres
sure of 50 Ibs, to the inch. This vapor was used to work an
ongine in place of steam, and was condensed by cooling
after being used, pumped back into the boiler, ‘and used
sgain continuously. Only forty gallons of the bisulphide of
earbon were required to fill the boller and work the engine
constantly, and the amount of fluid lost did nos exceed half a
gallon per day. The engine, used to work the vapor in, was
of 12 inch bore and 24 inch stroke, and ran at 50 revolutions
per minute, Tho steam engine from which the exhaust was
used, was 10 Inch bore and 24 inch stroke, and mn at 60
revolutions per minute, The temperature of the condensed
water discharged from the flues of the bisulphide boiler did
not execod 116 dogroos Fahr, at any of the trinls mado,

Jorn A, . Euus,

100 Summer street, Boston,

el A —
Is Paychice Force uplrlnull-nﬂ

To the Editor of the Selentific Ameriocan,

Mit, Crookes oX Tig * Pevome” Fonoi—It is nearly
twonty-five yoars since the ** Rochester Knockings ™ first
drew public attontion, in the United States, to this « Foree.”
Mr. Crookes, an eminent sclontist of England, has recently
He bas, with commendablo

presumed to namo it ** Paychie”
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hardihood, undertnken to Investigate it with as Hitle profes.
slonal prejudice s possible,

It is to bo hoped that he will have the independence and
manliness to avow, publicly, his conclusions and convietions,
even if he should come to the belief alrondy ronched by
thousands and thousands of wen and women, who have
nlready investigated the subjoct, with ag much honesty and
sincerity, if not with quite as much sclonce, ns Mr, ('n;nk-m.
namely : Spiritunlism; the convietion, that wvory human
being has a spiritual body and a nataral body, that upon the
death (so called) of tho natural body, the spiritunl body still
lives on forever, and that this wpirit doos now, under cortain
unknown conditions, communicate with spirite yot In the
natural body, and doos now, by unknown lnws, causy phyul-
cal phenomenn, unexplainnblo by natural liws,

The literature and teaditions of every nation and tribe on
earth are full of these phenomenn. Founders of religions
have always wisoly availod themsolves of theso muanifesta-
tions.  The day is dawning, when ho people will bo permit-
ted to shnro and undorstand the aniversality of these glorious
traths of religion,

Spiritunl influenco 18 the true solution—ons B, Stowart, in
“ Nature,” candidly says: “ Wo are not entitled to reject hig
testimony (that of o spirituslist) on the ground that we cannot
explain what he hns seen in accordance with our preconcelved
views of the universe, aven nlthough these views nre the re
sult of a long expoerionce; for, by this means, wo should
never arrive at anything new," and no new truth could be
discovored, Tios, G, Winniams,

Euler's Bottle washing Machine,

This invention relates to an improved machine for wash
ing bottles; and consists in the arrangoment of certain hold-
ing and rotating deviees in o vessel designed to contain the
oleansing or rinsing liquid, Through the side of a box or
vessel, open on top, of rectangular or other form, and lined
with sheet metal, are fitted o suitable nomber of horizontal
spindles, which receive rotary motion by a band, or gearing
from u suituble driving shaft. Within the box or vessel cach
spindle is provided with a cone or plug, of such shape as
to fit conveniently the cavities nsunlly provided at the bases
of bottles, These plugs may be removable, so that such of
different size or shape may be applied to fit the several kinds
of bottles. Plates sliding on cross bars are firmly sccured with.
in the box and are forced by springs toward the plugs. The

“bottles to be washed are first dipped into the water contained

the box, and arethusabout half filled. They are then in
placed with their bases against the revolving plugs, and with
their mouths against the plates, the springs holding them
properly in position. The plates are perforated in line with
the spindles, so that the mouths of the bottles will not be
closed by them. The spindles being revolved, the bottles
will also be turned by the friction of the plugs, and will be
thoroughly rinsed and cleansed by the water within and
without. The boxes may be arranged in pairs, side by side.
so that both ends of every spindle are utilized. A fresh
water reservoir, supported above the box on a frame,
has a discharge faucet within which is placed a valve, held
on its seat by a spring. From the valve is suspended,
through the discharge opening of the faucet, a crooked wire
or rod, by which the valve is opened.

Each bottle, after having been rinsed as above described
is held against the wire, =0 as to raise the valve and thereby
open the faucet, letting clean water flow directly into the bot-
tle below, to complete the cleavsing process The spring will
close the valve immediately after the withdrawal of the bot-
tle irom contact with the wire. Conrad Euler, of Evansville,
Ind., is the inventor of this machiue.

=
Fertilizers trom Sea Weeds.,

Mr. Upham S. Treat, of Eastport, Me., has invented the
following process for making fertilizers from sea weeds, upon
which he has obtained a patent. The sea weed is subjected
to the action of steam under pressare until it is reduced to a
pulp. It is then passed through a mill, where it is thorough-
1y mixed with ten per cent, more or less, of finely powdered
quicklime, After being thus mixed, it is elevated or placed
in some suitable place to be thoroughly aired and dried, when
it is ready for packing in barrels and for market.

" Upon the Atlantic coast, sea weed is 8 most abundant arti-
¢le, used at present to some extent as a fertilizer, in combina-
tion with barnyard and other manure ; but its valuable quali
ties seem to be dissipated and in a great measure lost, by ex-
posure to the atmosphere in its crude state, or from not se-
curing proper chemical trestment. By Mr. Treat's process,
it is claimed, all its native richness is preserved, and a hither-
to almost useless weed Is converted into an efficient com-
pound for enriching the soil.

- —
Voleanle Disturbances In tho East,

The news of most terrible earthquake shocks and volcanic
disturbances comes to us from the Philippine Islands. In
the small island nsmed Camiguin, near to Misamis, for some
months pust & succession of most violent earthquakes has
been experienced, causing crovices, eic., in the open country.
On the 1st of May, sbout five o'clock in the evening, the
earth burst ssunder, and nn opening was formed 1,500 feet
long. Smoke and ashes, earth and stones, were thrown up
and covered the ground far nnd near, At about seven
o'clock, s darkness was coming on, this crater burst into ae-
tivity with o loud explosion, followed by a shower of laya
and ashes, About 160 persons were destroyed. The erup-
tion of the new voleano hns since been so tremendous that
the inhabitants have forsaken the island, and of the 26,000

usly there, not 800 are loft. Camiguin is only about

‘ thhiy-dx miles in cireumforence, and was very productive

In abued (the Mantlla hemp) yielding anouslly from 30,000 ‘o
40,000 piculs, or more thao a tenth of the produce of the
world,  There is little hope of the island ever being ngain
reoccupied or eultivated,

S . e e—

TRADE MARK REGISTRATIONS, - INTERESTING DECI.
SION BY THE HON, M, D, LEGGETT, COMMISSIONER
OF PATENTS,

—_———

In the matter of the application of the Duatcher
Compuny for registry of trude mark—Appeal.

The applicant seeks to have rugluu-rwll ag n trade mark the
“lotter D encompnssed by the figure of & lozenge,”

This device s placed upon * loom temples” manufactured
by the applicants,

The examiner rejects the application on the ground that
the proposed trade maurk has no feature that indieates “ ori-
gin or ownership.”

The exnminer's doctrine on the subjeet geems to be that
every trude mark must include either the name of its propri.
otor, or his place of business, or hoth,

The object of a trade mark is to distingnish the goods of
one manufacturer or merchant from those of another in the
murket, The only benefit the proprictor of o trade mark
can hopo to derive from it, is that such mark may point out
the goods, npon which it is found, as coming from him, and
thereby bring customers back to him when desiring to make
additionn] purchases, This being the only object a dealer
can have in adopting o trade mark, he may generally be
trusted to see that it be known where the goods come from,
on which the trade mark is placed.

The origin of goods may be determined in many ways, pro-
vided they have upon them some mark by which they may
be distinguished in the market from other similar goods

I'emuple

= | T'he name of the manufacturer or the name of his place of

business are evidently not the only mesns of determining
the origin of murked goods.

In the case of Hilling vs. Fassell (reported in Vol. 8, Am.
Lonw Reg., p 402) tried in the Superior Court of Missouri, the
Judge says: “ The books are full of aunthority establishing
the proposition that any device, name, symbol, or other
thing may be employed as a trade mark which is adapted to
nccomplish the object proposed by it, that is, to point out the
true source and origin of the goods to which said mark is
applied.” On the strength of such authority, decision was
"vcn in favor of the plaintiff sustaining the words “ Charter
Bnk." accompanied by a figure of an onk tree, cast upon the
plates of stoves, as o legal trade mark. In these words and
device the court, it seems, found enough to indicate “ origin
or ownership.” With such a mark permanently attached to
the stoves, they were readily identified in the market, and of
course could easily be traced to their origin, The fact of the
mark opened and pointed the way to the factory where the
article was made. It was the owner's “ ear mark,” which he
sluced upon all his goods of the kind, and by which the pub-
ic come to know the stoves were made by him.

There are many other decisions recognizing the fact that
mere gymbols or devices or unmeaning words may, by con-
tinued use, indicate origin, and thereby become legal trade
marks,

A careful reading of the decisions will show that the
courts have held with very t unanimity that the person’s
naume or place are neither absolutely essential to the validity
of a trdde marR. If it possesses the evidence upon its face
that it is put forth or given out as a distinguishing mark of
the goods to which it is attached, that is, distinguishing as
to origin and not as to kind or quality, it may have all the
requisites of a valid trade mark without numing the person
or place whence it came. The very fact that it bears evi.
dence of being the manufacturer’s or dealer's private mark,
by means of which his s are distinguished in the mar-
ket, is sufficient indication of origin to warn against copying
by competing dealers, and this answers the public dcmnmt

At common law, the trade mark to become legal and to
vest an exclusive right in the persons adopting it, must have
been so long in use as to be known and recognized in the
market. That is a person could not adop: a trade mark to
day and successfully sue for infringement of it tomorrow.
Whether the office should demand that a trade mark should
have such use before admitting it to registry, has been a
question with the examiner; but I am of the opinion that
one object of the registry law was to settle this very ques-
tion. Regisfry is notice to the world, and supplies the place
of long use at common law.

The applicant’s device is not & genuine name, it is not in
dicative of quality. It does not consist of words or devices
that others in the same trade would be likely to select for a
similar purpose, and I see no valid reason against admitting
it to registry.

The decision of the examiner is reversed.

(Signed,) M. D. LeceerT, Commissioner.

Sept. 21, 1871,

————-—

WHAT CONSTITUTES PATENTABILITY IN AN ARTICLE
OF MANUFACTURE.--IMPORTANT DECISION BY THE
COMMISSIONER OF PATENTS,

In the matter of the application of Charles A. Moore, for
lettors patent for improvement in clock cases. Appeal from
Examiners in Chief :

The applicant secks a patent on what he claims to be s new
article of manufacture, consisting of a pressed glass clock
case, constructed with the entire front, sides, top, and bottom
in one piece, the front being adapted for the face and hands
of the clock, and the whole ornamental in design.and chéaply
manufactured,

He is met by references to glass boxes, vessels, preserve
dishes, porcelain ware, pressed clock fronts, elock covers, vte,,
ete., and also to clock cases made of porcelnin and earthen

Ware,

The only question now to be decided, is the pertinency of
these references.

It is very difficult to establish any rule as to references
that shall be plain and of universal application, consequently
there are almost as many different rales of practice, in finding
references and making rejections, as there are difforent exum.
iners in the office,

Some examiners are very quick to detect resemblance, nnd
will reject almost everything. Others are equally quick at
finding differences, and will grant patents on mere shades of
variation. Henee s picket fence is rejected on reference to a
comb ; a urinal, on reference to o blacksmith's furnace ; a sur.
gical instrument for injecting spray into the throat or nasal
organs, on reference to a fireman’s hose; a rubber packing
for fruit jars, on reference to & pump; & device for lacing
Indies’ shoes without the use of holes or eyelets, on reference
to an old mode of cording bedsteads ; an ore crushor, on refor-

ence to a nut cracker.
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In el of these casoy there will be found nmn'l:' l'ﬂ‘i'::'
blanee between the deviee in the application and 'i ov;edhs-
once, In some of them, however, tho examiners L than
played more Inventive genius in finding ":l" "l’f‘:”“"‘”'
the applicants would dare olaim for their dev (ﬁ;l- éfinite

A before stated, the impossibility of preseri ""“" s
rulesof genoral application as to the pertinency ot r"l "':l!l'cl;
hs grivon rine to a great want of uniformity in the
practice, ) Ak

It is proper, however, to say tha
itod to !hlc{g- of n kindred nature—to things so nearly '”'“'l"’d
in ndaptetion nod use, ne that seeing one, would nl::."t.n ¥
wuggest the other, There should be some analo W'{-’“l‘
the use and result of the device in question, s the refer-
ence upon which it is rejected,  The anslogy should be w0
close that the devies would likely be puggested to s person
wkilled in the art to whieh the deviee relates, by seeing the
thing used uw n reforonce, Unless there be such ﬂ"""’“{"-
the reference could hardly bo regarded ns pertinent, even in
applications for machine patents. :

lhn in regard to npplications for patonts on mnnulncu“m
articles, the field of reference i still further Hmited, The
only questions to be settlod are:

1. In the deviee of itself an article of trade?

2, Init useful?

4, In it so different, in essontial points, from other articles
of the class to which it belongs, as to be easily distinguished
in the market?

These being answered in the affirmative, a patent should
bo nllowed, Try the case in hund by this role,

1, The device s intended us an article of trude, not as a
clock, but as o clock case; intended to be put ann the mar-
ket simply a8 w clock case, and sold to clock makers.

2, It in ‘more cheaply made than any other transparent clock
cuge, and equally ornamental; hence it is usefol. “ The
beauty of an ornament is one great test of its utility,” sayn
;'lm‘h-urmed judge in the celobrated Magic Ruflle case. (2

Yish, 346.

3. 'l‘lwr:: certainly would be no difficulty in distinguishing
the clock case in question in the market, from nn‘y of the
references, as an artiele of manufacture; it is essentinlly if.
ferent from preserve dishes, tumblers, ordinary glass boxes,
pressed glass clock fronts, or glass clock covers. It belongs
entirely to another family of articles, Neither could it ever
be mistaken for porcelain or earthen ware clock cases of the
same family. The resultssought in this clock case are cheap-
ness, ornamental form, and the special quality of displaying
the internal machinery of the clock, without exposure to dust
or the use of a cumbersome cover.

This last quality is not possessed by either poreelsin or
earthen ware.

I do not recognize any pertinency in any of the references.

The decision of the Board of Examiners in Chief is there-
fore reversed.

(Signed,) M. D. LeceeTrT, Commissioner.

United States Patent Office, Sept. 23, 1871.

-

EXTENSION OF CENTERING MACHINE PATENT.

In the matter of the application of E. F. Whiton for the
extension of letters patent, bearing date July 14, 1857, fora
Centering Machine,

DoxcAN, Acting Commissioner:

The following is the substance of the examiner’s report:

The machine or dovice described In the patent Is Intended malaly for con-
teriog and markiog the centers of shafting,

On examlsation, the Investion s lonn-fco have been new at the time the
patent was grauted, and It Is found also to pe usefal sod I

In proof of the fact last stated, a number of afidavits have been presented,
all of which certify to the superior utility of the Invention, but these amids
vits, as well sa -l:zllcnnl'l statement, are eatirely silent as to the value of
the Iinveation to the &ntblk. P-'tb‘ﬁ‘. however, omisslon was unavolda-
ble, consldering the fact that the thing invented is Dot & machine creat-
ing or ucing, but rather a convenlent tool or sdiunct, the
which Is, and can be, only simply directice,

It would seem from the statement o the case and ihat at the
time of mak the | joa the p v-amm
of but little means : that by the assistance of & brother be was ens-
led to ¢ the ure of his (wproved device, bt that fur seve-
ral years bis business was characterized by loses of these
losses resulting from inadequate machinery for the his
and the want of means to procure better; and also from hnperfect con-
straction of the device itself, which rendered those St made ausalahle.

Applicant expressos the oplnlon that had he gom:n-
and

feronces should be lim-

he might have made and sold at least nve hundred of
annually; as It s bowever, he has made and sold but seven

nn{l- one.
1 ho statement of receipts and expenditares Is as follows:

Parexy, D
To cash recelved for D1 contorlag MachInes, ., vieiiermansnrasnnenn 35585
Parexy, Cn
By cost of facturing 51 g machines......... veasas 2,0
Procuroment of PARDL, . cccccoricrsnss sascessnernsaviasanavas vess m
— AT
Excess of recelpts over exponditores. ....oviees seokes SORAEAN  PATava Ry 10

It is not deemed essential, under the provision of the stat-
ute which roquires the applicant for an extension to make
statement of the ascertained value of his invention, that this
statement should be given in dollars and cents. Doubtless it
was only contemplated, by the provision referred to, that the
applicant should farnish the n data to enable the
Comumissioner to form an intelligent judg:’eknl as to the merits
of the invention. (See case of Peoter » Commissioner’s
Dolclslﬁnn. 1870, 24, i 2

n the present case it appears that seven hundred and fifty
machines have been sold, and the testimony is emphatic asto
the satisfactory charaeter of their operation. L=

The patentee’s diligence in the introduction of his = P
tion is of the most commendable character; and the small
profit realized appears to be an entirely inadequate
ration for the time, ingenuity, and expense >

The patent will be oxtended. -, 4 R _ =
AN A -
DRAINING LAND —A strong metal pipe, about 2 3&‘{'&

length and 6 inches in diameter, is adjusted ina s
position over the lot to be drained. To an openi
bottam of this pipe, another is firmly jointed, inclini
wards at an angle sufficient to allow of its end r
ground lot. Conneeted with the prineipal pipe, is a
canvas hose, down which s current of water desc

issues at the mouth of the pipe, In its course,
vacuum in the second pipe, and the water is ked
wnd dischanged with the current flowing through the prin
pal pipe. This device is in use, for the purpose des .
Australia, but is known to most men

with hydraulics. , e ol
:.’.,:_7 e —— - o

* Dressixe Rouuenp Inox—An improvement in

the scale off finished iron bars in rolling .

extensive works of Griswold & Co,, Troy,
of o wire brush fastened on n bar fix
side of the rolls, and is said to be
the friction with cinders usually applied for tho
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Scientific  Amevican,

| OcToBER 7, 1871,

—— —_——
Food Water Regulntor and Low  Water Alarm
Combined,

We illustrate herewith an appliance for steam boilers,
which we consider useful and economical on any boiler, but
more especially on those in shops too small to warrant em.

an engineer sololy to care for the engine.

The office of the appliance, as its name indicates, is, first,
to regulate the flow of water from the hydrant or tank to
the pump (which is constantly running) so
s to Kkeep the water at a regular hight in
the boiler—just enough constantly entering
to supply the evaporation (whieli, doubtless,
all will agroe, is the best way to supply the
water); and every one using small boilers
knows that it is a difficult thing to accom-
plish, especinlly when power is irregularly
used, requiring more or less steam, as the
work demands. In the next place, should
the water pipes get stopped, or the attendant
forget to turn on the water, eausing it to
fall a fow inches, an alarm will be sounded
before oo low water occurs. In this particu-
Iar, it is like the* Reliable ” low water alarm
illustrated in this journal some time ago,
which, we are informed, has been very suc
cessful.

In the Regulator, power is gained to per-
form, with the same works, the two offices,
as described.

Fig.1 isa cast iron case, A, about ten
inches wide, and fifteen inches long, in which
is suspended a float, which bangs by its lever
on the shaft, L, which passes through the
water valve case, I, a'longitudinal section of
which, cut transversely across the neck of
A, is shown in Fig, 2. The float, as it rises
or falls, turns the shaft, L, andl if it fall too
low, it will also, with its end extending past
the shaft, tip the valve, a8 in the alarm above
described, and sound the whistle, E. The
case, A, is connected to the boiler by both
steam and water pipes, so that the water in

it will be on the same lovel as the water in the boiler. Thus
the float will constantly be holding the valve, H, by the trip,
G, or shaft, L, just open enough to allow water to pass as
described. The hydrant pipe is connected at M, and N is the

! Fl’t/. 2

passage to the pump. K shows a section of the neck of the
fron ease, A, when I is screwed in. This instrument is also
arranged to turn on steam to pumps, if desired to feed by them,
or it will start and stop a power pump, if desired to feed in

B. s the cornice, in which is built the guttor, tho moetal-
e lining of which extends nearly to the top of the plate, B
D in & fasecin—plain or ornamental, put on outside of the ex.
tended lning of the gutter. Eis a bedmold covering the
ends of the mfters.  F is slates or shingles running over the
edge of the bedmold, E. Fig, 2 shows a portion of one of
these roofs with dormer window,

——————

It will be seen from the foregoing that a separate line of

Fi 1'4/. 1

LYNDE' S FEED REGULATOR AND LOW WATER ALARM.,

finish is obtained above the main cornice, making a break be-
tween it and the slate, and correcting its shelf like appear-
ance, so often complained of, and thereby greatly adding to
the architectural effect. It gives a perfect gutter, easy to get
at and keep in order, and is less liable to leak than any
other, It admitsof placing the dormer windows in the most
favorable positions as regards hight from the floors in the
rooms, and greatly improves thelr exterior offect.

Wishing to benefit the profession at large, Mr. Newton
offers the rights to use this roof, to architects throughout the
country on very moderate terms, but will in no case sell such
rights to builders. Parties wishing further information may
address him for circulars

- -
Improvement in Slat Mattings for Car Floors, cte,

This invention has for its object to furnish an improved
slat matting for car floors, saloon floors, and other places,
which shall be so constructed as not to be injured or broken
by the expansion of the wooden slats, and not to be made
loose and shaky by the contraction of said slats consequent
upon change of temperature or dampness, It consists in the
combination of rubber washers or buttons with the wooden
slats and connecting rods of the matting. The wooden slats
of the matting are strung upon rods in the ordinary manner.
Rubber washers or buttons, in the form of short tubes, are
placed upon the rods between the slats. The ends of the
| rods are secured at the outer sides of the outer slats by hay-
| ing heads formed upon them, or by nuts or other convenient
| means, metallic washers being nsed, if desired

By this con

vented from being broken, The rubbers are somewhat com
pressed when the matting is being made, so that, shonld the
slats shrink or contmet, the rubbers will expand, and thus
hold all the slats securely in their proper relative positions.
Should any one of the slats bo accidentally broken, the ex-
pansion of the rabbor blocks or washers will take up the
spaco, and thus keep the other slats securely in their phea,
and prevent all play or mttling of said slats, which is una-
voidable when wooden or other unylelding
washers aro used.  This construction nlao
onnbles the wooden glats to be made nareow,
to present the smallest possible space to re-
cvive dirt, and thin washers to be used, thus
making the matting with narrow spaces be-
tween the slats, giving it a neat and light ap
pearance while having the requistte strength.
Samuel Lewis, of Williamaburgh, N, Y, is
the inventor of this improvement,

PARISH'S IMPROVED LAND MARK,

The destruction of land marks often loads
to misunderstandings, and even litigation,
In a matter so important, especially in new
countries, where these Indications are the
only guides to settlers, it is essential that
Innd marks should not only be durable, but
that their inscriptions should be so clear a
guide as to be unmistakable.

Monuments, or landmarks of stone, are lia-
ble to be broken off, or to crumble from the
effects of frost. If any inscription is painted
upon them, it is in time effaced by atmos-
pheric influences; and to carve inscriptions
in stone is an expensive operation.

The object of the present invention is to
obviate all these difficulties and objections
by the use of cast iron land marks, of a spe-
cinl design, as shown, having the proper in.
scriptions cast upon them, such land marks,
it is claimed, being cheaper, while far more
efficient and durable than any that can take
their place, The design is so clearly indicated in the en.
graving that it need not be described in detail. Three of
the land marks are shown, one lying loosely upen the ground,
one standing loosely, and a third being inserted in the
ground, as in actual use, 3

The part entering the ground is long, and, being ribbed

that way; but it is shown in the manner believed to be the | struction, should the wooden slats oxpand or swell, the rub- | quadrilaterlly, is very strong. The arrow upon the top in-

best and most economical way to feed, and in which it is the
most usefal. ’

This appliance is now on ex
hibition at the American Insti
tate Fair in this city, and fur
ther information may be ob
tained by addressing the paten.
tee and manufacturer, J. D
Lynde, at 405 North FEighth
street, Philadelphia, Pa

it S-S
Improved Curb Roor,
Among the patents issued for

the week ending Aog. 22, 1571

was one to Mr. Dudley Newton,

architect, of New port, R. L, for
an 'lllzpf!-'- ement in the curb or
mansard roof

The improvement lies in the
introduction of an ornamental
fascia and bedmold, above the
cornice and below the slate or
shingles, so arranged as to allow
water to drip clear of 1t Into the
gutter; mid gutter being bullt
in the main ecornice at a saffl
dent distance below to allow
this ornamental work to appear
to advantage from the ground

Referring to the engravings

Fig. 1 represents a section of

mwof. A is the mafter, the foot

of which projects over the plate

"ber will be compressed, and the slats and rods will be pre

dicates the meridian, and the inscription gives the numbers
of section and township, and the
mnge of the exsact position
where the land mark is placed.

Design patented January 3,
1871, by John H. Parish. For
further information  address
George Peacock, Talladegs, Als,

Consumption and Climate.

Tug following sensible advice
is the closing pamgmph of an
elaborate article on consumption
and climate by Dr, Hall: “ We
have long consldered It one of
the Inhumanities of man to wan,
in so glibly advising persons to
go from home to distant places,
involving, many times, ruinous
oxponses, ospocially when it is
given ax a last resort—advice
when everything

often given
possible has been done and tried
without effieacy, merely on the
ground that possibly It might
make some change for the better,
while the overshadowing proba.
bilities are that death will be the

NEWTON'S IMPROVED CURB ROOF.

result anyhow. Any man who
is considered by nn lntelligent
physician to have actual con-

sumption, ought by all means to

stay at home.”
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| of the English manufacturers, Notwithstanding this, a large

| number of workmen were obtained from Belgium, and others
| wore socured from the Government Arsenal in Denmark.
There wore also some Germans and Norwegians induced to
l g0 to England through the aetivity of the agents despatched
| to their respective nationalities,
| But the influence of the International, coupled with the
[threats and remonstrances of the English workmen, soon
| overpowered that of the manufacturers, and all but the Nor-
weginng have been sent back to their homes at the expense
| of the strikers, The Norwegians, numbering less than one
{ hundred and fifty, hold out, and still remain in England.
| At times, there have boen fears that tho strike for reduc
tion of hours would become general throughout England, and
great efforts have been made on the part of the Tyne work-
men to bring about such a movement. But, although they
have falled In this, the powerful union to which they belong,
extending to both sides of the Atlantic, seems resolved not to
let them beo worsted in this contest,
We hiave thus the spectacle of united capital pitted agninst
united labor, on & seale to test the relative strength of each,
By those who make politieal economy n study, and who read
carefully the signs of the times, this is seen to be one of
many such contests yet to follow, some of them perhaps not
bloodless, as this has yet boen, but all of the gravest im-
portance to the future welfare of socioty.
Prone ns in the Ameritan public to refrain from recognizing
and preparing for approaching emergencies, there are among
us some, who see that the adjustment of . the relations of cap-
ital to labor, will soon force itself upon public attention, in a
manner which will admit of no temporizing. To such, the
struggle now progressing in England possesses features of

1 {Seel lor W £ g :
i ‘e::'.' :‘.‘,‘cﬁ'"" unusaa! interest; and its result will be looked upon, by the
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much of this is vain boast, intended to intimidate employers,
and to secure present concessions, time will show; but that

LABOR IN ENGLAND, AND THE INTERNATIONAL
WORKING MEN'S ASSOCIATION.

and 18 members as rabble,

than one oceasion,

imposgible.

force of o religion.
tween this power and capital..

only one division of the International.
workmen in Bngland are, and have been for months, sup-

liours of lubor without decrease of wages. As we have snid,

with,

in thig connection,

conts per wouk to ench striker.

for such ng nceopt it.

of Burope,” Bui in making this attempt, they came In con.

Genernl Counell of which gent agents to Belgium and Den-

Those who have believed the International Working Mens'
Assoctation of small account in its influence upon industrial
aflairs thronghout the world, may learn a useful lesson from
the recent struggle between labor and capital in England, in
which, at present writing, the former has every prospect of
victory. There has been, in this country as well as in Eng-
land, general blindness to the significance of this organiza-
tion; its leaders have been stigmatized as wanting in sagacity,
That it has brains to organize,
and resources not to-be ridiculed, ias been proved on more

1t 18 worse than useless to shut our eyes to facts which we
shall ero long be called to face, and which must inevitably
produce changes in the distribution and rewards of industry,
searcely to be imagined, much less predicted. The working
classes of different nations throughout the civilized world
have, by modern advancesin c.lvilizntion, been put into a kind
of intercommunication that fifty years since would have been
Steam travel, the telegrapl), and cheap printing,
have given them knowledge of each other’s condition in all
parts of the world, National and. international oxhibitions
of the products of industry have familiarized them with na-
tional pecullarities of handicraft, and although the majority
of them—especinlly in Europe—are still ignorant, there have
gprang from their ranks thoge who have shown qualifications
for leadership, nnd who have effected an association out of
materinls which, thongh perhaps the most heterogeneous over
yet known in any organization, yet hold together by o uni.
versal feeling of brotherhood, having almost the cementing

Already lins one civil war been born of the struggle be-
Yet the Paris Commune was
To-day an army of

ported without work by contributions from subordinnte
branches of the International, in a struggle for a reduction of

it seems now that their deémands must ultimately be complied
A brief history of this movement may not be uninteresting

About four months since, & demand was made by tho work.
men, in the workshops on the Tyne, for a reduction of ono
hour's Inbor per day without a corresponding’ reduction in
their puy. The demnnd was refuged; and, about the firat of
June, the workmen, numbering some ten thousand, struck,
Phe Trades’ Unions in England immedintely contributoed fifty
Next, the movement wag np-
proved by the General Trades’ Conncil, in London, und other
tendes’ unions, and the nllowance was doubled, Some of the
gtrikers, having savings, refused assistance, and so tho allow-
unce hog gradually boen increased to two dollnrn por woek

A wignificant fenture of this strike is the unlted attempt
mude by the prominent engineering firms in England to de-
feat it, Theso sided with the Tyne firms, and raised u lnrge
fund for mo purposs of importing workmen from other parta
ot with the Internationnl Working Mens' Association, the

mark to wirn workmen againgt yielding to the solicitations

trouble is brewing is plain enough.
=
IMPORTANT DECISIONS BY THE COMMISSIONER OF
PATENTS.

We give place, in our present number, to two decisions by
the Commissioner of Patents, which, in the liberality of their
views and the emphasis given to the principles announced,
are calculated to have an important influence in promoting
the useful purposes of the patent laws.

The first of these decisions pertains to the question of the
patentable novelty of new and improved articles of manufac-
ture. On this subject, the Commissioner’s logic is quite in-
teresting, and in the course of his remarks he imparts whole-
gomo light for the minds of his subordinates, the examin.
ers in chief and the primary examiners.

In the particular case before him the invention sought to
be patented was a transparent glass clock frame, an entirely
new, useful, and elegant article of manufacture, in regard to
the patentability of which no person of intelligence, except
an examiner in the Patent Office, could have any doubts,

Oyer thig simple ease, which ought to have been decided
in favor of the applicant in ten minutes, the primary exam-
iner racked his brains and ransacked the Patent Office for
references, and finally, after a number of days useless delay,
made a solemn official decision, rejecting the case.

The applicant was then obliged to go to the trouble of ar-
guing the matter before the primary examiner, upon a re-
hearing. After further examination and further searches,
conducted on the usnal red tape plan, the examiner rendered
n second adverse deeision,

The applicant was now subjected to the payment of a new
officinl feo, in order that he might have his case reviewed by
the Board of Examiners in Chief,

This Board consists of three able gentlemen, qualified by
their knowledge of science and the patent laws, and especi-
ally appointed to correct the mistakes of the primary exam-
iners,

In due form, after the usual delay, the case came up be-
fore this Board for hearing, when the applicant showed that
his invention was o new and useful improvement, and that
he was clearly entitled to o patent. But the Board of Exam.
iners wore unable to seo it, and after due deliberation they
camo to the conclusion that the decision of the primary
examiner wag correct, and that in view of the fact that
proserve dighes, tumblers, ote,, are made of glass, and are
transparent, there could bo no patentable novelty in making
transparent clock cases of gluss,

Ho the applicant was again rejected, and compelled, in or-
der to got the declsion set nside, to go through the delays
and expenses of an appeal to the Commissioner of Patents
in person, in whom, happily; ho found an individual possessed
of common songe, and not afraid to use it.

The Commissioner reviewed the case, and quickly disposed
of it, roversing the previous declsions, and ordering a patent
to bo losued,

The worthlessness of the decisions of the primary exam.
iner and of the examiners in chief in this case is made appn-

rent in the closing sentenco of the Commissioner's decision,
whore ho says: “I'do not recognize any pertinency in any af
the veferences.”

In other parts of this dictum, the Commissloner exposes,
without any compunctions, the absurdity of some other Pat.
ont Ofiee dacisions; such, for example, as the rejection of
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improved picket fences upon references to combs; and of im
proved urinals on reforences to blacksmiths furnaces,

He lays it down as the governing rale of the Patent Officn
that patents are to be issued, not only for chemical and me-
chanical inventions, but also for all kinds of improved arti-
cles of manufacture, dnd that the examiners, in searching for
references, cannot legitimatoly go outsids of the particular
elans of articles to which the alleged improcoment belongs.

It is evident that the Commissioner seeks to make s new
departure for the Patent Offico, and that in the futare he de-
gires the examiners to give s more broad and liberal inter-
pretation of the law, in favor of the applicant. In this he
will be fully sustained by the public,and his present decision
will give very generl satisfaction.

Patent Office Examinations,

We have for some time inclined to the opinion that our
system of official preliminary examinations was a failure,
productive of more trouble to inventors than benefit; and the
present decision of the Commissloner tends to corroborate
this view. We particularly commend it to the stady of our
English friends who have fallen so desperately in love with
our system that they are anxious to engraft it on the British
statutes. :
“It is very difficult,” says the Commissioner, “ to establish
any rule as to references that shall be plain and of universal
application ; consequently there are almost as many different
rules of practice in finding references and making rejections
ns there are different examiners in the office.”

“ The impossibility of preseribing definite rules of general
application s to the pertinency of references, has given rise
o n great want of uniformity in the office practice.”

“The examiners have displayed more inventive genins in
finding the references than the applicants would dare claim
for their devices.”

Such is the practical working of the system of official pre.
liminary examinations, after thirty-five years' experience
therewith at Washington, as presented in this decision of Com-
missioner Leggett, who, as all will admit, is one of the most
able and intelligent officers that have ever filled the Commis-
gioner's chair.

We are pretty well satisfied that the law ought to be amend-
ed, making it the duty of examiners simply to see that the
patent papers are correct in form, and if so, then promptly
to issue the patent. Bat a necessary condition of this change
will be the publication of all existing patents, in a cheap and
popular form, so that applicants may readily make their own
examinations as to novelty, and judge for themselves as to
the propriety of taking out a patent. The question of the
validity of a patent rests, after all, with the courts for deci-
sion, and it matters but little what the Patent Office examin-
er thinks about it.

The second decision of the Commissioner relates to trade
marks, and is referred to in another paragraph.

e
TRADE MARK REGISTRATIONS.

To a considerable extent the Congressional laws for the
registration of trade marks, passed last year, have been nulli-
fied by the conceit of the officials, to whom the business of
registration is committed at the Patent Office. The matter
of registration might be readily done by s smart person in
half an hour's time; but as now conducted it is a long and
serious operation.

In some cases, the examiner appears to spend days in con-
#idering whether or not the words sought to be registered
are naw words, or in deciding whether registration shall be
granted without a device, or whether the applicant shall be
required to append a device to the words of his trade mark;
or whether he shall be required to add his name and address,
whether a symbol only may be registered, whether a letter
only may form a trade mark, and so on ad infinitum. The
examiner, in fact, expends far more ingenuity in concocting
oxcuses for refusing registration than the applicant exhibits
in devising the trade mark itself. But what is an examiner
good for, except to make trouble’ and delays for the appli-
cant? @

All these questions are conclusively answered in the able
and interesting decision by Commissioner Leggott, relative
to trade mark registrations, which we elsewhere publish.
From this docament, the examiner will learn that any dovice,
name, symbol, or other thing, may be lagiﬂmltely unpl»ym
s a trade mark, and as such may receive rog

In view of this decision, it is to be hoped that the officia
will in fature higgle less over the small points, and use more
common sense coupled with diligence in mﬂngmﬁh\om 1
of registration. The law was mado for the express purp

of protecting manufacturers and merchants in
design they have devised for a trade mark
be the sole aim of the examiner to grant
except in those cases that are poll\l“lr
forbidden by the law,

The constituents of a fertilisor, vlitslt
ble, properties are known to be elex

in animal and vegotable life. But th
of beasts, birds, and fishes which hay
in prehistorio times have not passod
behind them somewhat for thnhqmﬂto!mm
on or undor the earth, the sea has been,
not?) thero are to be found the
nnd, ny would naturally bo sup
the groater part of theso |
remains, eithor ns fossils, or lntormlxod
of rocks, are found everywhere. And W '
‘onserve so much of the valuable propertie
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thet art lrgely used as manure. Rocke, moro or less phos
; oxist It most conntries, and readily yield their pros.
Phidrus o incretiso and perfect the growth of our coreal crops.
Phosphate of linie is the usual combination of which theso
doposits are formed ; and this mineral needs treatment with
sulphiuric acld, which elimioates some 6f the lime, and con.
sequently inerensos tho per centage of phosphorus, and mukes
{ta liberation, when tho compound I8 subjected to the decom.
ng effect of tho soll, more certaln and more plentiful,

This product I8 superphosphnato of lime, and its manufue:
ture I8 becoming o most important industry in many parts of
the United States. In the neighborhood of Chiarleston, 8. C.,
thore is a bed of phosphate, extending for miles in length, at
a depth of only six feet from the surface. It is full of fossils,
and Is thoroughly imprognated with phosphorus. The bones
of extinet anlmnls, of noarly every species found in the
secondary formations, huve boen discovered thore, as woll as
of sheep, hogs, dogs, horses and other cotemporarios of the
Thuman race. Bones of man, fllnt hatehets, and other mute
‘witnesses of the existence of mankind in ages long phesed

away, have boen observed by investigators of this stratum,
This fmmonse and valunbly phosphatic deposit is now
Deing worked on o very large sealo, fifteen companies being
engaged in producing fertilisors by the treatment above
“described, varied more or less by circumstances, The pro.
duct of this manufacture is 1,000 tuns of superphosphate of
lime per day, and is being mostly shipped to England. The
South, x new venture on the wators of New York journalism,
states that tho cnpital employed in thoe trade is over §2,000,000.
and that one company has a contract to deliver 200,000 tuns,
1t is to such enterprises as these that our farmers of the
Eastern States must look for means of improving their im-

poverished lands
e I e
THE ETHER CONTROVERSY.

By no event is the difficulty of writing contemporaneous
history better illustrated than in the controversy that has
arisen in reference to the discovery of the anesthetic proper-
ties of ether, Although gome of the chief actors in the
scene and many of the witnesses are still living, it seems to
be impossible to obtain concordant testimony in reference to
the real ariginator of the application of ether, that has
brought such blessing to mankind., Acrimonious controver-
&y, passionate personality, professionul hostility, dogged ob-
stinacy, have taken the place of calm judgment and impar-
tial investigation ; and thus it has been brought about that no
two writers agreo in their account of the important discovery.
We do not care to let loose the dogs of war and revive the
bitter contest, but in our capacity as journalists, it comes in
our way to allude to two pamphlets on the vexed question
which have recently been sent to us, One of them is a re-
print of the report of the late Edward Stanly, of North Caro-
lina, presented to the House of Representatives of the United
States, on the 28th of August, 1852, from" the select commit-
teo on the ether discovery, strongly controverting the claim
of Mr. W. T, G. Morton to appropriztion of money as a
reward for his alleged discovery ; and the other is in the form
of * Historical Memoranda relative to the discovery of ether-
ization, and to the connection with it of the late Dr. Wm, T.
G. Morton, prepared by a commit.ee of citizens of Boston
chosen to maise a “ Morton memorial fund.” There is some-
thing in the Iatter pamphlet to appeal to the sympathies of
the public and to silence all bitter feeling: and whatever
may be the precise fact of who was the original inventor and
revealer of anmsthetic inhalation, Dr. Morton's connection
with it was, beyond a doubt, sufficiently important to entitle
his family to a full and substantial recogmition. And it
would be a disgrace to our civilization if this part of the
claim were not recognized; but, when we admit all this, it
does not necessarily follow that there are not others whose
share in the discovery was not closer, and whose claim to re-
coguition is not greater than was Dr. Morton’s. The mistake
in the pamphlets appears to be the strong partisan bias in
which they are prepared. The one is Jackson or nothing,
and the other is Morton or nothing, Neither adnfits of any
halfway argument,and to the unprejudiced reader, both
greatly damage their cause. We have been reading the
pamphlets with interest because it i5 really important to
know to whom the world is indebted for one of the most im-
portant blessings that was ever conferred upon it; and by
reading between the lines of the two productions, we arrive
at o history which runs very much as follows:

Dr. Charles T. Jackson, of Boston, is a thoroughly edu.
cated chemist; Dr. W. T. G. Morton, late of Boston, was just
the opposite, having enjoyed few opportunities, and being in
fact an ignomnot man. Dr, Jackson was familisr with the
properties of sulphuric ether, had taken it to relieve pain and
preseribed it to cthers; Dr. Morton could not have distin.
guished salphuric ether from sulphuric acid. He way o8t
ing about for romething to administer to a nervous woman
in a dental operation, and rushed over to Dr. Jackson’s labo
ratory to borrow & bag to be filled with air, intending to act
upon the imagioation of the patient, and lead her to think
that she had really taken something to relieve pain, Dy,
Jackson scouted the ides of practicing such an imposition,
and advised Morton to administer sulphuric ether, * What
is that?” asked Morton; “is it a gas or a liquid?’ He was
" informed on these points, tried the experiment, fortunately
succeeded, procured some more ether, the odor of which he
asked Dr. Jackson to disguise for him, took it to the Massa.
chusetts Genernl Hospitsl, without digcloging what it was,
made the proposition to administer it to a patient in a capital
operation, was permitted to do so on the 16th and 17th of
October, 1846; fortunately for mankind no fatal result oc-
curred, and the application was complete, The strending phy-

sicians took & groat risk in administering an unknown sub.
stanoe, and by thelr skill and earcful handling of the ease
are ontitled to great eredit, They muke no clnim to the dis.
covery, as they wsed what was handed to them without ques.
tion, If Dr. Morton hnd been thoroughly honest and candid
in the muttor, he would hnve ald that he roesived the bot.
tle from Dr, Jackson, nnd it is a question whether the attend.
ing physicians wore not guilty of a want of professionnl
courtesy in withholding from Dr, Jackson the cred’t that be
longed to him, knowling as they did, either at the time or im-
medintoly aftorwards, that the suggestion and the scionce
came from him, It looks nt this distance of time as if there
woro some pursonal hostility or jenlousy st the bottom of such
roticence, but the eminence of the gentlomen in guestion
precludes sueh an intorprotation, and wo eannot sttempt an
oxplanation, D, Morton at ones seented o fortune in the now
application of ether, and consclous that Dr, Jackson was the
true discoverer within the meaning of the law, he proposed
that o joint patent should bo taken out. To this Dr. Jack-
son objected, as ho was opposed to restricting the use of
other in nny way, and he could not see what claim Dr, Mor-
ton conld set up to join with him ag an origingl digeoveraer,
From that moment Dr, Morton dotermined to set up his own
tabernnele, and to run off with all the glory and all the pro
fit; and he succoeded in procuring o patent, and in surround.
ing his name with such n halo that the number of his disci-
ples became very great, including the namoes, ns we sce from
ong of the pamphloets, of some of the most eminent phiysi-
cians in the country, He certainly establishod the fame of
other by the noise he made about it, and, from this point of
view, was entitled to pecuninry rewnrd, To Dr. Jackson the
world owes the discovery ; to Dr. Morton, chiofly, the appli-
cation. .

e — e —
FAIR OF THE AMERICAN INSTITUTE,

A visit to this exhibition, since our last issue, took us
among the pumps and steam engineering adjuncts, safety
apparatus, governors, ete. Among the
PUMPS

the most decided novelty is the Compound Propeller Pump,
exhibited by General H. 8. Langing, who hag now on oxhi-
bition, at the Novelty Iron Works, in this city, the large
sized pumps deseribed and illustrated on poage 118, current
volume of the SciexTiFic AMERICAN., The barrel of the
pump shown at the fair is of glass, and, the water being col-
ored, its motion through the pump, as acted upon by the
propellers, is very prettily shown, We notice that a change
has been made in the position of the rests, intermediato bo.
tween the screw propellers, the former being brought down
close to the Iatter, instead of standing midway between the
propellers, as shown in the illustrated article referred to
above, which change, we were informed, gives a better result.

A. 8. Cameron & Co., foot of East 23rd street, New York,
show a collection of beautiful steam pumps, of their manu-
facture, the most important being the *“ Speciat ” steam pump,
and a large vacuum pump, for sugar refineries, etc. The
finish of these is very fine, and they make a very creditable
display, Their peculiar features are well known to the en-
gineering pablic.

Waring & Parke, 133 Center street, New York, show the
well known “ Earle” steam pumps, and Waring's Air Com-
pressor,

The Woodward Steam Pump Manufacturing Co., 76, 78,
and 80 Center street, make the usual display of their well
known steam pump, including the Safety Steam Pump and
Fire Engine.

Charles B, Hardick, of the Niagara Steam Pump Works,
23 Adams street, Brooklyn, shows various sizes of the Niag-
ara Steam Pump,” of fine finish, and well known for their
simplicity, reliability, and efficiency.

The Automatic Steam Vacuum Pamp Manufacturing Com-
pany exhibit one of their Steam Vacuum Pumps, which first
made its appesrance at last year's fair. This pump is unique
in its construction and operation. A large chamber having
been filled with steam, is suddenly emptied by the condensa.
tion of the steam. Water rises to fill the vacuum. Steam
is then admitted to the chamber over the water, and the lat-
ter, being held from retreating by a check valve, is forced
out of the chamber to any hight of column which the steam
will equilibrate. The steam is prevented from condensation,
by its contact with the water in the chamber, by a stratum of
air, which being heavier than the steam lies npon the top of
the water like a piston. On condensing the steam, water
again flows into the chamber by atmospheric pressure, and
so on, the condensation being effected by a very simple auto
matic injecting apparatus, and the admission of steam being
performed by sutomatic valve gear,

Wright's Bucket Plunger Steam Pamp took the first pro
minm at the fair of last year, and is this year again exhib.
ited, It is well adapted to nearly all the purposes for which
steam pumps are used. It is exhibited by the Valley Ma.
chinoe Company, BEasthampton, Mass,

The Bridgeport Manufacturing Company, 55 Chambers
stroot, Now York, show their American Submerged Double
Acting Non-Freezing Force Pumps, which have become so
widely known as to render a description needless.

We notice in this department also a

WATER METER,
exhibited by the inventor, Mr. S. B. Everctt, of Ansonia,
Conn, It In an inch meter, and weighs only eight pounds,
Itis a proportional moter, leading out of the side only a very
small fraction (two drams for each cubic foot) of the water de-
livered, measuring the drip by a trisngular bucket wheel,

which drives o rogistor, and allows the drip to run to waste,
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Superior durability, combined with aceurney and o
news, nro clalmed for this moter, which attencts |
tion, :
" We farther noticed a novel wooden water pipe,
secms durable, and is certainly very cheap. A sp
to have bean used under ground for oight yenrs,
us, and gave no appearance of deeay. The sections o
pipe are made in two semicylindrieal ploces, the edges
Joined by tongue and groove. The parts are hold t
by a copper wire, wound spirally, the turns being, we
about an inch and  half asunder. Tho pipe was
our presence, under a pressure of 120 to the

which pressure it endured without leaking. The exterior is :

conted with conl tar, in which the pipe is boiled bofe
In o sanitary point of view these plpes are unohy

Brothers & Co,, Johngon, Vt, -

Mr. N. Hotz, 58 Greenpoint Avenue, Brooklyn, N, Y., shows
a very ingenious and, we judge, valuable improvement in
fauceta.  Tho principle of this faucet may be deseribed as
that of balancing the pressure of the water against & valye,

#o that the valve mny bs as easily raised undor grent pressure

0

as under light pressure, the only purts that can wear being

sary. The faucet, moreover, is not linble to dumage fr
freezing. The same improvement is applied to hydrants,
which, by its use, will be always operative in the coldest
weather. Pt _

The Water Filter, exhibited by Parrot and McCauley, of

nal on page 182, current volume, attracts general attention,

refer the reader to the article alluded to for particulars of
this filter, which is worthy of more than ordinary attention.
Among the
ADJUNCTS OF STEAM ENGINEERING,

we notice Berryman's Feed Regulator for boilers. This was
illustrated and described on page 223, Vol. XXIIL, of the
SCIENTIFIC AMERICAN, to which the reader is referred for a
full description of a very ingenious and efficient device. The
Berryman Manufacturing Co., whose New York Agency is at
86 Cortlandv street, New York, are the exhibitors, .

Lynde's various Safety Applinnces, several of which wore
illustrated and described on pages 148 and 149, Vol. XXI., of
the SCIENTIFIC AMERICAN, and another of which appears on
another page of the present issue, are well worthy the atten-
tion of steam users, =

Moore's Fly Wheel Governor, shown by Dill and Moore,
149 Center street, New York, is o fly wheel, upon two straight
arms of which balls slide outward, against the force of ellip-
tical springs, by the action of centrifugal force. This gov-
ernor has the advantage that it can be run in any position,
inclined. vertical, or horizontal, and msy be used for all
classes of engines, marine, stationary, or portable,

The Huntoon Governor is also shown by William L. Chase
& Co., 95 and 97 Literty street, New York. The principle of
this governor is the employment of the reaction of oilin a
closed chamber, upon a screw propeller, as a regulator for
the motion of engines, etc. s

Bulkley's Improved Pyrometer, described and illustrated
on page 130, Vol. XXI1V, of this journal, is shown by Henry
W. Bulkley, 10 Barclay street, New York.

The boiler, the name of which we failed to obtain Jast week,
is Lowe's Improved Tubular and Flue Boiler, exhibited by
Todd & Rafferty, No. 10 Barclay street, New York. The fur-
nace of this boiler is constructed so as to consume the gases
far more perfectly, itis claimed, than has hitherto been done,
thus securing greater economy in fuel, The boiler supplies
steam to some of the machinery at the fair, and works, we
were told, very satisfactorily,

MISCELLANEOUS OBJECTS OF INTEREST,

Attracting perhaps as much attention asany other machines
on the floor of the Rink, stands one large—and one small
Lyull’s Positive Motion Loom. The large loom is running
on carpet five yards wide, and the small one oh narrow print
goods. Both looms have been much improved since their
first appearance at the fair two years ago, and they now run
as smoothly as could be desired, doing excellent work, and
eliciting many encomiums from those who inspect them.  We
are informed that these looms are effecting a revolution in
the manufacture of wire cloth, being peculiarly adapted to
the production of such fabrics, Five new mills have been
started, with the purpose of employing these looms, since
they were first introduced, which is a sufficient vindieation
of our opinion, in regard to the importance of the improve-
ment, expressed in the descriptive article which first brought
the invention prominently before the public; and for which
some of our cotemporaries rather incasatiously took us to
task. This inclosure forms ono of the most attractive fea-
tures of the present fair,

Another very attractive and interesting display is the Fitz
Henry

LEATHER SCOURING AND IIDE WORKING MACHINE,
shown by the Hide and Leather Machine Company, 64 High
street, Boston, Mass., which scours and works leather in such
un effective manner as, it igclaimed, to enable one man to do
the work of ten by the old system of hand working. The
description of the construction, operation, and advantages of
this machine might well ill the entire space allotted to our
notices this week, and we will not, therefore, attempt it.
Suffice it to say that the machine imitates the working of the
hand tools exactly, producing tho same eftect, only doing its
work more thoroughly and rapidly, No one visiting the fair
should fail to sce this machine In operation. It forms one

of the features of the exhibition,

ond they are much cheaper thun lead,  Exhibited by Moalton e

two rubber washers, which a boy may replace when neces. :

Morristown, N. J., and described and illustrated in this jour-

and seems to be making a very favorable lmmddm. We
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